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SECTION 210500 

COMMON WORK RESULTS FOR FIRE SUPPRESSION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Piping materials and installation instructions common to most piping systems. 
2. Mechanical sleeve seals. 
3. Sleeves. 
4. Escutcheons. 
5. Grout. 
6. Fire-suppression equipment and piping demolition. 
7. Equipment installation requirements common to equipment sections. 
8. Painting and finishing. 
9. Concrete bases. 
10. Supports and anchorages. 

1.3 DEFINITIONS 

A. Finished Spaces:  Spaces other than mechanical and electrical equipment rooms, furred 
spaces, pipe chases, unheated spaces immediately below roof, spaces above ceilings, 
unexcavated spaces, crawlspaces, and tunnels. 

B. Exposed, Interior Installations:  Exposed to view indoors.  Examples include finished occupied 
spaces and mechanical equipment rooms. 

C. Exposed, Exterior Installations:  Exposed to view outdoors or subject to outdoor ambient 
temperatures and weather conditions.  Examples include rooftop locations. 

D. Concealed, Interior Installations:  Concealed from view and protected from physical contact by 
building occupants.  Examples include above ceilings and in chases. 

E. Concealed, Exterior Installations:  Concealed from view and protected from weather conditions 
and physical contact by building occupants but subject to outdoor ambient temperatures.  
Examples include installations within unheated shelters. 

F. The following are industry abbreviations for plastic materials: 
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1. CPVC:  Chlorinated polyvinyl chloride plastic. 

G. The following are industry abbreviations for rubber materials: 

1. EPDM:  Ethylene-propylene-diene terpolymer rubber. 
2. NBR:  Acrylonitrile-butadiene rubber. 

1.4 SUBMITTALS 

A. Product Data:  For the following: 

1. Mechanical sleeve seals. 
2. Escutcheons. 

B. Welding certificates. 

1.5 QUALITY ASSURANCE 

A. Steel Support Welding:  Qualify processes and operators according to AWS D1.1, "Structural 
Welding Code--Steel." 

B. Steel Pipe Welding:  Qualify processes and operators according to ASME Boiler and Pressure 
Vessel Code:  Section IX, "Welding and Brazing Qualifications." 

1. Comply with provisions in ASME B31 Series, "Code for Pressure Piping." 
2. Certify that each welder has passed AWS qualification tests for welding processes 

involved and that certification is current. 

C. Electrical Characteristics for Fire-Suppression Equipment:  Equipment of higher electrical 
characteristics may be furnished provided such proposed equipment is approved in writing and 
connecting electrical services, circuit breakers, and conduit sizes are appropriately modified.  If 
minimum energy ratings or efficiencies are specified, equipment shall comply with requirements. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Deliver pipes and tubes with factory-applied end caps.  Maintain end caps through shipping, 
storage, and handling to prevent pipe end damage and to prevent entrance of dirt, debris, and 
moisture. 

B. Store plastic pipes protected from direct sunlight.  Support to prevent sagging and bending. 

1.7 COORDINATION 

A. Arrange for pipe spaces, chases, slots, and openings in building structure during progress of 
construction, to allow for fire-suppression installations. 
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B. Coordinate installation of required supporting devices and set sleeves in poured-in-place 
concrete and other structural components as they are constructed. 

C. Coordinate requirements for access panels and doors for fire-suppression items requiring 
access that are concealed behind finished surfaces.  Access panels and doors are specified in 
Division 08 Section "Access Doors and Frames." 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. In other Part 2 articles where subparagraph titles below introduce lists, the following 
requirements apply for product selection: 

1. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the manufacturers specified. 

2. Manufacturers:  Subject to compliance with requirements, provide products by the 
manufacturers specified. 

2.2 PIPE, TUBE, AND FITTINGS 

A. Refer to individual Division 21 piping Sections for pipe, tube, and fitting materials and joining 
methods. 

B. Pipe Threads:  ASME B1.20.1 for factory-threaded pipe and pipe fittings. 

2.3 JOINING MATERIALS 

A. Refer to individual Division 21 piping Sections for special joining materials not listed below. 

B. Pipe-Flange Gasket Materials:  Suitable for chemical and thermal conditions of piping system 
contents. 

1. ASME B16.21, nonmetallic, flat, asbestos-free, 1/8-inch maximum thickness unless 
thickness or specific material is indicated. 

a. Full-Face Type:  For flat-face, Class 125, cast-iron and cast-bronze flanges. 
b. Narrow-Face Type:  For raised-face, Class 250, cast-iron and steel flanges. 

2. AWWA C110, rubber, flat face, 1/8 inch thick, unless otherwise indicated; and full-face or 
ring type, unless otherwise indicated. 

C. Flange Bolts and Nuts:  ASME B18.2.1, carbon steel, unless otherwise indicated. 

D. Plastic, Pipe-Flange Gasket, Bolts, and Nuts:  Type and material recommended by piping 
system manufacturer, unless otherwise indicated. 
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E. Solder Filler Metals:  ASTM B 32, lead-free alloys.  Include water-flushable flux according to 
ASTM B 813. 

F. Brazing Filler Metals:  AWS A5.8, BCuP Series, copper-phosphorus alloys for general-duty 
brazing, unless otherwise indicated, unless otherwise indicated. 

G. Welding Filler Metals:  Comply with AWS D10.12 for welding materials appropriate for wall 
thickness and chemical analysis of steel pipe being welded. 

H. Solvent Cements for Joining CPVC Plastic Piping:  ASTM F 493. 

I. Pipe/Grooved (Standard/ Lightwall): Carbon Steel, A-53B/A-106B - Roll or cut grooved-ends as 
appropriate to pipe material, wall thickness, pressures, size and method of joining.  Pipe ends to 
be grooved in accordance with Victaulic current listed standards conforming to ANSI/AWWA C-
606. 

 

J. Victaulic Mechanical Couplings for Joining Carbon Steel Pipe 
 

1. Victaulic Standard Mechanical Couplings, 2 inch (DN50) through 12 inch (DN300): Manufac-
tured in two segments of cast ductile iron, conforming to ASTM A-536, Grade 65-45-12. Gas-
kets shall be pressure-responsive synthetic rubber, grade to suit the intended service, con-
forming to ASTM D-2000. (Gaskets used for potable water applications shall be UL classified 
in accordance with ANSI/NSF-61 for potable water service.) Mechanical Coupling bolts shall 
be zinc plated (ASTM B-633) heat treated carbon steel track head conforming to ASTM A-
449 and ASTM A-183, minimum tensile strength 110,000 psi (758450 kPa) as provided 
standard Victaulic.   

    
a. Rigid Type: Coupling housings with offsetting, angle-pattern bolt pads shall 

be used to provide system rigidity and support and hanging in accordance 
with ANSI B31.1, B31.9, and NFPA 13.   
a. 2” (DN50) through 12” (DN300): Victaulic Style 107H/107N (Quick-

Vic™).  Installation ready rigid coupling for direct stab installation 
without field disassembly.  Gasket shall be Grade “EHP” EPDM 
compound with red color code designed for operating temperatures 
from -30 deg F (-34 deg C) to +250 deg F (+120 deg C). 

b. 10” (DN250) through 12” (DN300): Victaulic Style 07 (Zero-Flex®).  
Standard rigid coupling.  Gasket shall be Grade “E” EPDM com-
pound with green color code designed for operating temperatures 
from -30 deg F (-34 deg C) to +230 deg F (+110 deg C). 

b. Flexible Type: Use in locations where vibration attenuation and stress relief 
are required. Flexible couplings may be used in lieu of flexible connectors at 
equipment connections. Three couplings, for each connector, shall be placed 
in close proximity to the vibration source.  
a. 2” (DN50) through 8” (DN200): Victaulic Style 177 (Quick-Vic™).  In-

stallation ready flexible coupling for direct stab installation without 
field disassembly.  Gasket shall be Grade “EHP” EPDM compound 
with red color code designed for operating temperatures from -30 
deg F (-34 deg C) to +250 deg F (+120 deg C). 

b. 10” (DN250) through 12” (DN300):  Victaulic Style 75 or 77 standard 
flexible couplings.  Gasket shall be Grade “E” EPDM compound with 
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green color code designed for operating temperatures from -30 deg 
F (-34 deg C) to +230 deg F (+110 deg C). 

 
2. Flange Adapters: For use with grooved end pipe and fittings, flat faced, for mating to ANSI Class 

125 / 150 flanges.  Victaulic Style 741.  For direct connection to ANSI Class 300 flanges use 
Victaulic Style 743. 

 
3. Grooved couplings shall meet the requirements of ASTM F-1476. 
 
4. Gasket: Synthetic rubber conforming to steel pipe outside diameter and coupling 

housing, manufactured of elastomers as designated in ASTM D-2000. 
 
a. Reference shall always be made to the latest published Selection Guide for 

Victaulic Gaskets for proper gasket selection for the intended service. 
 
5. Victaulic AGS Mechanical Couplings, 14 inch (DN350) through 60 inch 

(DN1500): Couplings shall consist of two ASTM A-536 ductile iron housing seg-
ments, a wide elastomer pressure responsive gasket, and zinc electroplated car-
bon steel track head bolts and nuts conforming to the physical and chemical re-
quirements of ASTM A-449 and the physical requirements of ASTM A-183. 

 
a. Coupling housings designed with the wedge-shaped AGS key profile to 

engage the mating pipe(s)/component(s) wedge-shaped AGS grooves. 
Housings include lead-in chamfer to accommodate a wider acceptable 
range of initial pipe positions. Housings shall be coated with orange 
enamel or galvanized. 

 
b. Gasket: Wide width, pressure-responsive, synthetic rubber of a 

FlushSeal® design, conforming to steel pipe outside diameter and cou-
pling housing, manufactured of elastomers as designated in ASTM D-
2000. 

 
1) Grade “E” EPDM with green color code designed for operating 

temperatures from -30 deg F (-34 deg C) to +230 deg F (+110 
deg C). 

2) Grade “T” Nitrile with orange color code designed for operating 
temperatures from -20 deg F (-29 deg C) to +180 deg F (+82 deg 
C). 

3) Grade “L” Silicone with red color code designed for operating 
temperatures of -30 deg F (-34 deg C) to +350 deg F (+177 deg 
C); recommended for dry heat service (air without hydrocar-
bons). 

4) Reference shall always be made to the latest published Selec-
tion Guide for Victaulic Gaskets for proper gasket selection for 
the intended service. 

 
c. Coupling Types: 

 
1) Victaulic W07 AGS Rigid Coupling: Coupling key shall be de-

signed to fill the wedge shaped AGS groove to provide a rigid 
joint that corresponds with support spacings as defined by ASME 
B31.1 and B31.9. Systems incorporating rigid couplings require 
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the calculated thermal growth/contraction of the piping system to 
be fully compensated for in the design of the piping system 
through use of adequate flexible components. 

 
2) Victaulic W77 AGS Flexible Coupling: Coupling key shall be de-

signed to fit into the wedge shaped AGS groove and allow for 
linear and angular movement, vibration attenuation, and stress 
relief. Support requirements defined by Victaulic Design Data 
Submittal 26.01. 

 
3) Victaulic Style W741 Flange Adapter 14 inch (DN350) to 24 inch 

(DN600): For use with AGS grooved end pipe and fittings, flat 
faced, for mating to ANSI Class 125 / 150 flanges.     

 
C. Victaulic Grooved End Fittings:  
 

1. Standard fittings shall be cast of ductile iron conforming to ASTM A-536, Grade 
65-45-12, forged steel conforming to ASTM A-234, Grade WPB 0.375" wall (9,53 
mm wall), or fabricated from Std. Wt. Carbon Steel pipe conforming to ASTM A-
53, Type F, E or S, Grade B. Fittings provided with an alkyd enamel finish or hot 
dip galvanized to ASTM A-153.  Zinc electroplated fittings and couplings conform 
to ASTM B633. 

 

 2. AGS Fittings shall be supplied with factory AGS grooved ends, for use with  
Victaulic W07 or W77 couplings and W741 flange adapter. Fittings shall be 
manufactured of ductile iron conforming to ASTM A-536, forged carbon steel 
conforming to ASTM A-234, or factory fabricated from carbon steel pipe 
conforming to ASTM A-53. Fittings shall be manufactured to the dimensional 
standards ASME B16.9. Orange enamel coated or galvanized 

2.4 MECHANICAL SLEEVE SEALS 

A. Description:  Modular sealing element unit, designed for field assembly, to fill annular space 
between pipe and sleeve. 

1. Available Manufacturers: 

a. Advance Products & Systems, Inc. 
b. Calpico, Inc. 
c. Metraflex Co. 
d. Pipeline Seal and Insulator, Inc. 

2. Sealing Elements:  EPDM or NBR interlocking links shaped to fit surface of pipe.  Include 
type and number required for pipe material and size of pipe. 

3. Pressure Plates:  Carbon steel.  Include two for each sealing element. 
4. Connecting Bolts and Nuts:  Carbon steel with corrosion-resistant coating of length 

required to secure pressure plates to sealing elements.  Include one for each sealing 
element. 
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2.5 SLEEVES 

A. Galvanized-Steel Sheet:  0.0239-inch minimum thickness; round tube closed with welded 
longitudinal joint. 

B. Steel Pipe:  ASTM A 53, Type E, Grade B, Schedule 40, galvanized, plain ends. 

C. Cast Iron:  Cast or fabricated "wall pipe" equivalent to ductile-iron pressure pipe, with plain ends 
and integral waterstop, unless otherwise indicated. 

D. Stack Sleeve Fittings:  Manufactured, cast-iron sleeve with integral clamping flange.  Include 
clamping ring and bolts and nuts for membrane flashing. 

1. Underdeck Clamp:  Clamping ring with set screws. 

E. Molded PVC:  Permanent, with nailing flange for attaching to wooden forms. 

F. PVC Pipe:  ASTM D 1785, Schedule 40. 

G. Molded PE:  Reusable, PE, tapered-cup shaped, and smooth-outer surface with nailing flange 
for attaching to wooden forms. 

2.6 ESCUTCHEONS 

A. Description:  Manufactured wall and ceiling escutcheons and floor plates, with an ID to closely 
fit around pipe, tube, and insulation of insulated piping and an OD that completely covers 
opening. 

B. One-Piece, Deep-Pattern Type:  Deep-drawn, box-shaped brass with polished chrome-plated 
finish. 

C. One-Piece, Cast-Brass Type:  With set screw. 

1. Finish:  Polished chrome-plated. 

D. Split-Casting, Cast-Brass Type:  With concealed hinge and set screw. 

1. Finish:  Polished chrome-plated. 

E. One-Piece, Stamped-Steel Type:  With set screw or spring clips and chrome-plated finish. 

F. Split-Plate, Stamped-Steel Type:  With concealed hinge, set screw or spring clips, and chrome-
plated finish. 

G. One-Piece, Floor-Plate Type:  Cast-iron floor plate. 

H. Split-Casting, Floor-Plate Type:  Cast brass with concealed hinge and set screw. 
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2.7 GROUT 

A. Description:  ASTM C 1107, Grade B, nonshrink and nonmetallic, dry hydraulic-cement grout. 

1. Characteristics:  Post-hardening, volume-adjusting, nonstaining, noncorrosive, 
nongaseous, and recommended for interior and exterior applications. 

2. Design Mix:  5000-psi, 28-day compressive strength. 
3. Packaging:  Premixed and factory packaged. 

PART 3 - EXECUTION 

3.1 PIPING SYSTEMS - COMMON REQUIREMENTS 

A. Install piping according to the following requirements and Division 21 Sections specifying piping 
systems. 

B. Drawing plans, schematics, and diagrams indicate general location and arrangement of piping 
systems.  Indicated locations and arrangements were used to size pipe and calculate friction 
loss, expansion, pump sizing, and other design considerations.  Install piping as indicated 
unless deviations to layout are approved on Coordination Drawings. 

C. Install piping in concealed locations, unless otherwise indicated and except in equipment rooms 
and service areas. 

D. Install piping indicated to be exposed and piping in equipment rooms and service areas at right 
angles or parallel to building walls.  Diagonal runs are prohibited unless specifically indicated 
otherwise. 

E. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal. 

F. Install piping to permit valve servicing. 

G. Install piping at indicated slopes. 

H. Install piping free of sags and bends. 

I. Install fittings for changes in direction and branch connections. 

J. Install piping to allow application of insulation. 

K. Select system components with pressure rating equal to or greater than system operating 
pressure. 

L. Install escutcheons for penetrations of walls, ceilings, and floors according to the following: 

1. New Piping: 

a. Piping with Fitting or Sleeve Protruding from Wall:  One-piece, deep-pattern type. 
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b. Chrome-Plated Piping:  One-piece, cast-brass type with polished chrome-plated 
finish. 

c. Insulated Piping:  One-piece, stamped-steel type with spring clips. 
d. Bare Piping at Wall and Floor Penetrations in Finished Spaces:  One-piece, cast-

brass type with polished chrome-plated finish. 
e. Bare Piping at Wall and Floor Penetrations in Finished Spaces:  One-piece, 

stamped-steel type. 
f. Bare Piping at Ceiling Penetrations in Finished Spaces:  One-piece, stamped-steel 

type or split-plate, stamped-steel type with concealed hinge and set screw. 
g. Bare Piping in Unfinished Service Spaces:  One-piece, cast-brass type with 

polished chrome-plated finish. 
h. Bare Piping in Unfinished Service Spaces:  One-piece, stamped-steel type  
i. Bare Piping in Equipment Rooms:  One-piece, stamped-steel type  
j. Bare Piping at Floor Penetrations in Equipment Rooms:  One-piece, floor-plate 

type. 

M. Sleeves are not required for core-drilled holes. 

N. Permanent sleeves are not required for holes formed by removable PE sleeves. 

O. Install sleeves for pipes passing through concrete and masonry walls and concrete floor and 
roof slabs. 

P. Install sleeves for pipes passing through concrete and masonry walls, gypsum-board partitions, 
and concrete floor and roof slabs. 

1. Cut sleeves to length for mounting flush with both surfaces. 

a. Exception:  Extend sleeves installed in floors of mechanical equipment areas or 
other wet areas 2 inches above finished floor level.  Extend cast-iron sleeve fittings 
below floor slab as required to secure clamping ring if ring is specified. 

2. Install sleeves in new walls and slabs as new walls and slabs are constructed. 
3. Install sleeves that are large enough to provide 1/4-inch annular clear space between 

sleeve and pipe or pipe insulation.  Use the following sleeve materials: 

a. Steel Pipe Sleeves:  For pipes smaller than NPS 6. 
b. Steel Sheet Sleeves:  For pipes NPS 6 and larger, penetrating gypsum-board 

partitions. 
c. Stack Sleeve Fittings:  For pipes penetrating floors with membrane waterproofing.  

Secure flashing between clamping flanges.  Install section of cast-iron soil pipe to 
extend sleeve to 2 inches above finished floor level.  Refer to Division 07 Section 
"Sheet Metal Flashing and Trim" for flashing. 

1) Seal space outside of sleeve fittings with grout. 

4. Except for underground wall penetrations, seal annular space between sleeve and pipe 
or pipe insulation, using joint sealants appropriate for size, depth, and location of joint.  
Refer to Division 07 Section "Joint Sealants" for materials and installation. 
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Q. Aboveground, Exterior-Wall Pipe Penetrations:  Seal penetrations using sleeves and 
mechanical sleeve seals.  Select sleeve size to allow for 1-inch annular clear space between 
pipe and sleeve for installing mechanical sleeve seals. 

1. Install steel pipe for sleeves smaller than 6 inches in diameter. 
2. Install cast-iron "wall pipes" for sleeves 6 inches and larger in diameter. 
3. Mechanical Sleeve Seal Installation:  Select type and number of sealing elements 

required for pipe material and size.  Position pipe in center of sleeve.  Assemble 
mechanical sleeve seals and install in annular space between pipe and sleeve.  Tighten 
bolts against pressure plates that cause sealing elements to expand and make watertight 
seal. 

R. Underground, Exterior-Wall Pipe Penetrations:  Install cast-iron "wall pipes" for sleeves.  Seal 
pipe penetrations using mechanical sleeve seals.  Select sleeve size to allow for 1-inch annular 
clear space between pipe and sleeve for installing mechanical sleeve seals. 

1. Mechanical Sleeve Seal Installation:  Select type and number of sealing elements 
required for pipe material and size.  Position pipe in center of sleeve.  Assemble 
mechanical sleeve seals and install in annular space between pipe and sleeve.  Tighten 
bolts against pressure plates that cause sealing elements to expand and make watertight 
seal. 

S. Fire-Barrier Penetrations:  Maintain indicated fire rating of walls, partitions, ceilings, and floors at 
pipe penetrations.  Seal pipe penetrations with firestop materials.  Refer to Division 07 Section 
"Penetration Firestopping" for materials. 

T. Verify final equipment locations for roughing-in. 

U. Refer to equipment specifications in other Sections of these Specifications for roughing-in 
requirements. 

3.2 PIPING JOINT CONSTRUCTION 

A. Join pipe and fittings according to the following requirements and Division 21 Sections 
specifying piping systems. 

B. Ream ends of pipes and tubes and remove burrs.  Bevel plain ends of steel pipe. 

C. Remove scale, slag, dirt, and debris from inside and outside of pipe and fittings before 
assembly. 

D. Soldered Joints:  Apply ASTM B 813, water-flushable flux, unless otherwise indicated, to tube 
end.  Construct joints according to ASTM B 828 or CDA's "Copper Tube Handbook," using lead-
free solder alloy complying with ASTM B 32. 

E. Brazed Joints:  Construct joints according to AWS's "Brazing Handbook," "Pipe and Tube" 
Chapter, using copper-phosphorus brazing filler metal complying with AWS A5.8. 
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F. Threaded Joints:  Thread pipe with tapered pipe threads according to ASME B1.20.1.  Cut 
threads full and clean using sharp dies.  Ream threaded pipe ends to remove burrs and restore 
full ID.  Join pipe fittings and valves as follows: 

1. Apply appropriate tape or thread compound to external pipe threads unless dry seal 
threading is specified. 

2. Damaged Threads:  Do not use pipe or pipe fittings with threads that are corroded or 
damaged.  Do not use pipe sections that have cracked or open welds. 

G. Welded Joints:  Construct joints according to AWS D10.12, using qualified processes and 
welding operators according to Part 1 "Quality Assurance" Article. 

H. Flanged Joints:  Select appropriate gasket material, size, type, and thickness for service 
application.  Install gasket concentrically positioned.  Use suitable lubricants on bolt threads. 

I. Plastic Piping Solvent-Cement Joints:  Clean and dry joining surfaces.  Join pipe and fittings 
according to the following: 

1. Comply with ASTM F 402 for safe-handling practice of cleaners, primers, and solvent 
cements. 

2. CPVC Piping:  Join according to ASTM D 2846/D 2846M Appendix. 

J. Plastic Pressure Piping Gasketed Joints:  Join according to ASTM D 3139. 

3.3 PAINTING 

A. Painting of fire-suppression systems, equipment, and components is specified in Division 09 
Sections "Interior Painting" and "Exterior Painting." 

B. Damage and Touchup:  Repair marred and damaged factory-painted finishes with materials and 
procedures to match original factory finish. 

3.4 CONCRETE BASES 

A. Concrete Bases:  Anchor equipment to concrete base according to equipment manufacturer's 
written instructions and according to seismic codes at Project. 

1. Construct concrete bases of dimensions indicated, but not less than 4 inches larger in 
both directions than supported unit. 

2. Install dowel rods to connect concrete base to concrete floor.  Unless otherwise 
indicated, install dowel rods on 18-inch centers around the full perimeter of the base. 

3. Install epoxy-coated anchor bolts for supported equipment that extend through concrete 
base, and anchor into structural concrete floor. 

4. Place and secure anchorage devices.  Use supported equipment manufacturer's setting 
drawings, templates, diagrams, instructions, and directions furnished with items to be 
embedded. 

5. Install anchor bolts to elevations required for proper attachment to supported equipment. 
6. Install anchor bolts according to anchor-bolt manufacturer's written instructions. 
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7. Use 3000-psi, 28-day compressive-strength concrete and reinforcement as specified in 
Division 03.  

3.5 ERECTION OF METAL SUPPORTS AND ANCHORAGES 

A. Refer to Division 05 Section "Metal Fabrications" for structural steel. 

B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and elevation 
to support and anchor fire-suppression materials and equipment. 

C. Field Welding:  Comply with AWS D1.1. 

3.6 ERECTION OF WOOD SUPPORTS AND ANCHORAGES 

A. Cut, fit, and place wood grounds, nailers, blocking, and anchorages to support, and anchor fire-
suppression materials and equipment. 

B. Select fastener sizes that will not penetrate members if opposite side will be exposed to view or 
will receive finish materials.  Tighten connections between members.  Install fasteners without 
splitting wood members. 

C. Attach to substrates as required to support applied loads. 

3.7 GROUTING 

A. Mix and install grout for fire-suppression equipment base bearing surfaces, pump and other 
equipment base plates, and anchors. 

B. Clean surfaces that will come into contact with grout. 

C. Provide forms as required for placement of grout. 

D. Avoid air entrapment during placement of grout. 

E. Place grout, completely filling equipment bases. 

F. Place grout on concrete bases and provide smooth bearing surface for equipment. 

G. Place grout around anchors. 

H. Cure placed grout. 

END OF SECTION 210500 
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SECTION 210548 

VIBRATION CONTROLS FOR FIRE-SUPPRESSION PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Isolation pads. 
2. Isolation mounts. 
3. Restrained elastomeric isolation mounts. 
4. Restraining braces. 

1.3 DEFINITIONS 

A. IBC:  International Building Code. 

B. ICC-ES:  ICC-Evaluation Service. 

C. OSHPD:  Office of Statewide Health Planning and Development for the State of California. 

1.4 SUBMITTALS 

A. Product Data: For the following: 

1. Include rated load, rated deflection, and overload capacity for each vibration isolation 
device. 
a. Annotate to indicate application of each product submitted and compliance with 

requirements. 

B. Delegated-Design Submittal:  For vibration isolation indicated to comply with performance 
requirements and design criteria, including analysis data signed and sealed by the qualified 
professional engineer responsible for their preparation. 

C. Welding certificates. 

D. Qualification Data:  For professional engineer and testing agency. 



  

ADG No. 1006                                               210548 Vibration Controls for Fire- 
Suppression  
Piping and Equipment 

    

Longview, Texas –  
Fire Station #5 
100% Bid Set Documents 
June 5, 2020       

              
 

1.5 QUALITY ASSURANCE 

A. Testing Agency Qualifications:  An independent agency, with the experience and capability to 
conduct the testing indicated, that is a nationally recognized testing laboratory (NRTL) as 
defined by OSHA in 29 CFR 1910.7, and that is acceptable to authorities having jurisdiction. 

B. Welding:  Qualify procedures and personnel according to AWS D1.1/D1.1M, "Structural Welding 
Code - Steel." 

PART 2 - PRODUCTS 

2.1 VIBRATION ISOLATORS 

A. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

B. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. Ace Mountings Co., Inc. 
2. Amber/Booth Company, Inc. 
3. California Dynamics Corporation. 
4. Isolation Technology, Inc. 
5. Kinetics Noise Control. 
6. Mason Industries. 
7. Vibration Eliminator Co., Inc. 
8. Vibration Isolation. 
9. Vibration Mountings & Controls, Inc. 

C. Pads:  Arranged in single or multiple layers of sufficient stiffness for uniform loading over pad 
area, molded with a nonslip pattern and galvanized-steel baseplates, and factory cut to sizes 
that match requirements of supported equipment. 

1. Resilient Material:  Oil- and water-resistant rubber. 

D. Mounts:  Double-deflection type, with molded, oil-resistant rubber, hermetically sealed 
compressed fiberglass, or neoprene isolator elements with factory-drilled, encapsulated top 
plate for bolting to equipment and with baseplate for bolting to structure.  Color-code or 
otherwise identify to indicate capacity range. 

1. Materials:  Cast-ductile-iron or welded steel housing containing two separate and 
opposing, oil-resistant rubber or neoprene elements that prevent central threaded 
element and attachment hardware from contacting the housing during normal operation. 

2. Neoprene:  Shock-absorbing materials compounded according to the standard for bridge-
bearing neoprene as defined by AASHTO. 
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E. Channel Support System:  MFMA-3, shop- or field-fabricated support assembly made of slotted 
steel channels with accessories for attachment to braced component at one end and to building 
structure at the other end and other matching components and with corrosion-resistant coating; 
and rated in tension, compression, and torsion forces. 

F. Hanger Rod Stiffener:  Steel tube or steel slotted-support-system sleeve with internally bolted 
connections to hanger rod. 

G. Bushings for Floor-Mounted Equipment Anchor Bolts:  Neoprene bushings designed for rigid 
equipment mountings, and matched to type and size of anchor bolts and studs. 

H. Bushing Assemblies for Wall-Mounted Equipment Anchorage:  Assemblies of neoprene 
elements and steel sleeves designed for rigid equipment mountings and matched to type and 
size of attachment devices used. 

I. Resilient Isolation Washers and Bushings:  One-piece, molded, oil- and water-resistant 
neoprene, with a flat washer face. 

J. Mechanical Anchor Bolts:  Drilled-in and stud-wedge or female-wedge type in zinc-coated steel 
for interior applications and stainless steel for exterior applications.  Select anchor bolts with 
strength required for anchor and as tested according to ASTM E 488.  Minimum length of eight 
times diameter. 

K. Adhesive Anchor Bolts:  Drilled-in and capsule anchor system containing polyvinyl or urethane 
methacrylate-based resin and accelerator, or injected polymer or hybrid mortar adhesive.  
Provide anchor bolts and hardware with zinc-coated steel for interior applications and stainless 
steel for exterior applications.  Select anchor bolts with strength required for anchor and as 
tested according to ASTM E 488. 

2.2 FACTORY FINISHES 

A. Finish:  Manufacturer's standard prime-coat finish ready for field painting. 

B. Finish:  Manufacturer's standard paint applied to factory-assembled and -tested equipment 
before shipping. 

1. Powder coating on springs and housings. 
2. All hardware shall be galvanized.  Hot-dip galvanize metal components for exterior use. 
3. Baked enamel or powder coat for metal components on isolators for interior use. 
4. Color-code or otherwise mark vibration isolation and seismic-control devices to indicate 

capacity range. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas and equipment to receive vibration isolation and seismic-control devices for 
compliance with requirements for installation tolerances and other conditions affecting 
performance. 

B. Examine roughing-in of reinforcement and cast-in-place anchors to verify actual locations before 
installation. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 APPLICATIONS 

A. Multiple Pipe Supports:  Secure pipes to trapeze member with clamps approved for application 
by an agency acceptable to authorities having jurisdiction. 

B. Hanger Rod Stiffeners:  Install hanger rod stiffeners where indicated or scheduled on Drawings 
to receive th`em and where required to prevent buckling of hanger rods due to seismic forces. 

C. Strength of Support and Seismic-Restraint Assemblies:  Where not indicated, select sizes of 
components so strength will be adequate to carry present and future static and seismic loads 
within specified loading limits. 

3.3 VIBRATION-CONTROL DEVICE INSTALLATION 

A. Equipment Restraints: 

1. Install resilient bolt isolation washers on equipment anchor bolts where clearance 
between anchor and adjacent surface exceeds 0.125 inch. 

B. Piping Restraints: 

1. Comply with requirements in MSS SP-127 and NFPA 13. 
2. Space lateral supports a maximum of 40 feet o.c., and longitudinal supports a maximum 

of 80 feet o.c. 
3. Brace a change of direction longer than 12 feet. 

C. Install cables so they do not bend across edges of adjacent equipment or building structure. 

D. Install bushing assemblies for anchor bolts for floor-mounted equipment, arranged to provide 
resilient media between anchor bolt and mounting hole in concrete base. 

E. Install bushing assemblies for mounting bolts for wall-mounted equipment, arranged to provide 
resilient media where equipment or equipment-mounting channels are attached to wall. 
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F. Attachment to Structure:  If specific attachment is not indicated, anchor bracing to structure at 
flanges of beams, at upper truss chords of bar joists, or at concrete members. 

G. Drilled-in Anchors: 

1. Identify position of reinforcing steel and other embedded items prior to drilling holes for 
anchors.  Do not damage existing reinforcing or embedded items during coring or drilling.  
Notify the structural engineer if reinforcing steel or other embedded items are 
encountered during drilling.  Locate and avoid prestressed tendons, electrical and 
telecommunications conduit, and gas lines. 

2. Do not drill holes in concrete or masonry until concrete, mortar, or grout has achieved full 
design strength. 

3. Wedge Anchors:  Protect threads from damage during anchor installation.  Heavy-duty 
sleeve anchors shall be installed with sleeve fully engaged in the structural element to 
which anchor is to be fastened. 

4. Adhesive Anchors:  Clean holes to remove loose material and drilling dust prior to 
installation of adhesive.  Place adhesive in holes proceeding from the bottom of the hole 
and progressing toward the surface in such a manner as to avoid introduction of air 
pockets in the adhesive. 

5. Set anchors to manufacturer's recommended torque, using a torque wrench. 
6. Install zinc-coated steel anchors for interior and stainless-steel anchors for exterior 

applications. 

END OF SECTION 210548 
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SECTION 211313 

WET-PIPE SPRINKLER SYSTEMS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes:  

1. Pipes, fittings, and specialties. 
2. Fire-protection valves. 
3. Fire-department connections. 
4. Sprinklers. 
5. Excess-pressure pumps. 
6. Alarm devices. 
7. Manual control stations. 
8. Control panels. 
9. Pressure gages.  

1.3 DEFINITIONS 

A. High-Pressure Sprinkler Piping:  Wet-pipe sprinkler system piping designed to operate at 
working pressure higher than standard 175 psig, but not higher than 250 psig. 

B. Standard-Pressure Sprinkler Piping:  Wet-pipe sprinkler system piping designed to operate at 
working pressure of 175 psig maximum. 

1.4 SYSTEM DESCRIPTIONS 

A. Wet-Pipe Sprinkler System:  Automatic sprinklers are attached to piping containing water and 
that is connected to water supply through alarm valve.  Water discharges immediately from 
sprinklers when they are opened.  Sprinklers open when heat melts fusible link or destroys 
frangible device.  Hose connections are included if indicated. 

B. Deluge Sprinkler System:  Open sprinklers are attached to piping connected to water supply 
through deluge valve.  Fire-detection system, in same area as sprinklers, opens valve.  Water 
flows into piping system and discharges from attached sprinklers when valve opens. 
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1.5 PERFORMANCE REQUIREMENTS 

A. Standard-Pressure Piping System Component:  Listed for 175-psig minimum working pressure. 

B. High-Pressure Piping System Component:  Listed for 250-psig minimum working pressure. 

C. Delegated Design:  Design sprinkler system(s), including comprehensive engineering analysis 
by a qualified professional engineer, using performance requirements and design criteria 
indicated. 

1. Contractor shall provide fire-hydrant flow test under separate contract with Owner.  Flow 
test data shall include: 

a. Date:  
b. Time:  
c. Performed by: operator's name and firm. 
d. Location of Residual Fire Hydrant R:  
e. Location of Flow Fire Hydrant F:   
f. Static Pressure at Residual Fire Hydrant R:  
g. Measured Flow at Flow Fire Hydrant F: 
h. Residual Pressure at Residual Fire Hydrant R: 

D. Sprinkler system design shall be approved by authorities having jurisdiction. 

1. Margin of Safety for Available Water Flow and Pressure:  15 percent, including losses 
through water-service piping, valves, and backflow preventers. 

2. Maximum Protection Area per Sprinkler:  Per UL listing. 
a.  Areas:  According to NFPA 13 recommendations unless otherwise indicated. 

3. Total Combined Hose-Stream Demand Requirement:  According to NFPA 13 unless 
otherwise indicated: 

1.6 SUBMITTALS 

A. Product Data:  For each type of product indicated. Include rated capacities, operating 
characteristics, electrical characteristics, and furnished specialties and accessories. 

B. Shop Drawings:  For wet-pipe sprinkler systems.  Include plans, elevations, sections, details, 
and attachments to other work. 

1. Wiring Diagrams:  For power, signal, and control wiring. 

C. Delegated-Design Submittal:  For sprinkler systems indicated to comply with performance 
requirements and design criteria, including analysis data signed and sealed by the qualified 
professional engineer responsible for their preparation. 

D. Coordination Drawings:  Sprinkler systems, drawn to scale, on which the following items are 
shown and coordinated with each other, using input from installers of the items involved: 

1. Domestic water piping. 
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2. Compressed air piping. 
3. Items penetrating finished ceiling include the following: 

a. Lighting fixtures. 
b. Air outlets and inlets. 

4. HVAC ductwork 

E. Qualification Data:  For qualified Installer and professional engineer. 

F. Approved Sprinkler Piping Drawings:  Working plans, prepared according to NFPA 13, that have 
been approved by authorities having jurisdiction, including hydraulic calculations if applicable. 

G. Welding certificates. 

H. Fire-hydrant flow test report. 

I. Field Test Reports and Certificates:  Indicate and interpret test results for compliance with 
performance requirements and as described in NFPA 13.  Include "Contractor's Material and 
Test Certificate for Aboveground Piping." 

J. Field quality-control reports. 

K. Operation and Maintenance Data:  For sprinkler specialties to include in emergency, operation, 
and maintenance manuals. 

1.7 QUALITY ASSURANCE 

A. Installer Qualifications: 

1. Installer's responsibilities include designing, fabricating, and installing sprinkler systems 
and providing professional engineering services needed to assume engineering 
responsibility.  Base calculations on results of fire-hydrant flow test. 

a. Engineering Responsibility:  Preparation of working plans, calculations, and field 
test reports by a qualified professional engineer. 

B. Welding Qualifications:  Qualify procedures and operators according to ASME Boiler and 
Pressure Vessel Code. 

C. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 

D. NFPA Standards:  Sprinkler system equipment, specialties, accessories, installation, and testing 
shall comply with the following: 

1. NFPA 13, "Installation of Sprinkler Systems." 
2. NFPA 24, "Installation of Private Fire Service Mains and Their Appurtenances." 
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1.8 COORDINATION 

A. Coordinate layout and installation of sprinklers with other construction that penetrates ceilings, 
including light fixtures, HVAC equipment, and partition assemblies. 

1.9 EXTRA MATERIALS 

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents. 

1. Sprinkler Cabinets:  Finished, wall-mounted, steel cabinet with hinged cover, and with 
space for minimum of six spare sprinklers plus sprinkler wrench.  Include number of 
sprinklers required by NFPA 13 and sprinkler wrench.  Include separate cabinet with 
sprinklers and wrench for each type of sprinkler used on Project. 

PART 2 - PRODUCTS 

2.1 PIPING MATERIALS 

A. Comply with requirements in "Piping Schedule" Article for applications of pipe, tube, and fitting 
materials, and for joining methods for specific services, service locations, and pipe sizes. 

2.2 STEEL PIPE AND FITTINGS 

A. Standard Weight, Galvanized and Black Steel Pipe:  ASTM A 53/A 53M, Type E Grade B.  Pipe 
ends may be factory or field formed to match joining method. 

B. Schedule 30, Galvanized and Black Steel Pipe:  ASTM A 135; ASTM A 795/A 795M, Type E; or 
ASME B36.10M, wrought steel; with wall thickness not less than Schedule 30 and not more 
than Schedule 40.  Pipe ends may be factory or field formed to match joining method. 

C. Schedule 10, Black-Steel Pipe:  ASTM A 135 or ASTM A 795/A 795M, Schedule 10 in NPS 5  
and smaller; and NFPA 13-specified wall thickness in NPS 6 to NPS 10, plain end. 

D. Galvanized and Black Steel Pipe Nipples:  ASTM A 733, made of ASTM A 53/A 53M, standard-
weight, seamless steel pipe with threaded ends. 

E. Galvanized and Uncoated, Steel Couplings:  ASTM A 865, threaded. 

F. Galvanized and Uncoated, Gray-Iron Threaded Fittings:  ASME B16.4, Class 125, standard 
pattern. 

G. Malleable- or Ductile-Iron Unions:  UL 860. 

H. Cast-Iron Flanges:  ASME 16.1, Class 125. 

I. Steel Flanges and Flanged Fittings:  ASME B16.5, Class 150. 
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J. Steel Welding Fittings:  ASTM A 234/A 234M and ASME B16.9. 

K. Grooved-Joint, Steel-Pipe Appurtenances: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Anvil International, Inc. 
b. Corcoran Piping System Co. 
c. National Fittings, Inc. 
d. Shurjoint Piping Products. 
e. Tyco Fire & Building Products LP. 
f. Victaulic Company. 

2. Pressure Rating:  175 psig minimum. 
3. Galvanized and Uncoated, Grooved-End Fittings for Steel Piping:  ASTM A 47/A 47M, 

malleable-iron casting or ASTM A 536, ductile-iron casting; with dimensions matching 
steel pipe. 

4. Grooved-End-Pipe Couplings for Steel Piping:  AWWA C606 and UL 213, rigid pattern, 
unless otherwise indicated, for steel-pipe dimensions.  Include ferrous housing sections, 
EPDM-rubber gasket, and bolts and nuts. 

L. Steel Pressure-Seal Fittings:  UL 213, FM-approved, 175-psig pressure rating with steel 
housing, rubber O-rings, and pipe stop; for use with fitting manufacturers' pressure-seal tools. 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Victaulic Company. 
b. Approved equal. 

2.3 COPPER TUBE AND FITTINGS 

A. Hard Copper Tube:  ASTM B 88, Type L and ASTM B 88, Type M water tube, drawn temper. 

B. Cast-Copper, Solder-Joint Fittings:  ASME B16.18, pressure fittings. 

C. Wrought-Copper, Solder-Joint Fittings:  ASME B16.22, pressure fittings. 

D. Bronze Flanges:  ASME B16.24, Class 150, with solder-joint ends. 

E. Copper Unions:  MSS SP-123, cast-copper-alloy, hexagonal-stock body, with ball-and-socket, 
metal-to-metal seating surfaces, and solder-joint or threaded ends. 

F. Copper Pressure-Seal Fittings: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 
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a. Viega; Plumbing & Heating Systems. 
b. Approved equal. 

2. Standard:  UL 213. 
3. NPS 2 and Smaller:  Wrought-copper fitting with EPDM-rubber O-ring seal in each end. 
4. NPS 2-1/2 to NPS 4:  Cast-bronze fitting with EPDM-rubber O-ring seal in each end. 

G. Grooved-Joint, Copper-Tube Appurtenances: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Anvil International, Inc. 
b. Shurjoint Piping Products. 
c. Victaulic Company. 

2. Grooved-End, Copper Fittings:  ASTM B 75, copper tube or ASTM B 584, bronze 
castings. 

3. Grooved-End-Tube Couplings:  To fit copper-tube dimensions, with design similar to 
AWWA C606.  Include ferrous housing sections, EPDM-rubber gasket suitable for hot 
and cold water, and bolts and nuts. 

2.4 CPVC PIPE AND FITTINGS 

A. CPVC Pipe:  ASTM F 442/F 442M and UL 1821, SDR 13.5, for 175-psig rated pressure at 150 
deg F, with plain ends.  Include "LISTED" and "CPVC SPRINKLER PIPE" markings. 

B. CPVC Fittings:  UL listed or FM approved, for 175-psig rated pressure at 150 deg F, socket 
type.  Include "LISTED" and "CPVC SPRINKLER FITTING" markings. 

1. NPS 3/4 to NPS 1-1/2:  ASTM F 438 and UL 1821, Schedule 40, socket type. 
2. NPS 2 to NPS 3:  ASTM F 439 and UL 1821, Schedule 80, socket type. 
3. CPVC-to-Metal Transition Fittings:  CPVC, one piece, with dimensions equivalent to pipe; 

one end with threaded brass insert, and one socket end. 
4. CPVC-to-Metal Transition Unions:  CPVC, with dimensions equivalent to pipe; one end 

with threaded brass insert, and one socket end. 
5. Flanges:  CPVC, one or two pieces. 

2.5 PIPING JOINING MATERIALS 

A. Pipe-Flange Gasket Materials:  AWWA C110, rubber, flat face, 1/8 inch thick or ASME B16.21, 
nonmetallic and asbestos free 

1. Class 125, Cast-Iron Flanges and Class 150, Bronze Flat-Face Flanges:  Full-face 
gaskets. 

2. Class 250, Cast-Iron Flanges and Class 300, Steel Raised-Face Flanges:  Ring-type 
gaskets. 

B. Metal, Pipe-Flange Bolts and Nuts:  ASME B18.2.1, carbon steel unless otherwise indicated. 
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C. Brazing Filler Metals:  AWS A5.8/A5.8M, BCuP Series, copper-phosphorus alloys for general-
duty brazing unless otherwise indicated. 

D. Welding Filler Metals:  Comply with AWS D10.12M/D10.12 for welding materials appropriate for 
wall thickness and chemical analysis of steel pipe being welded. 

E. Solvent Cements for Joining CPVC Piping and Tubing:  ASTM F 493, solvent cement 
recommended by pipe and fitting manufacturer, and made for joining CPVC sprinkler pipe and 
fittings.  Include cleaner or primer recommended by pipe and fitting manufacturer. 

1. Use solvent cement that has a VOC content of 490 g/L or less when calculated according 
to 40 CFR 59, Subpart D (EPA Method 24). 

2. Use adhesive primer that has a VOC content of 650 g/L or less when calculated 
according to 40 CFR 59, Subpart D (EPA Method 24). 

F. Plastic, Pipe-Flange Gasket, and Bolts and Nuts:  Type and material recommended by piping 
system manufacturer unless otherwise indicated. 

G. Alarm Valves: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. AFAC Inc. 
b. Globe Fire Sprinkler Corporation. 
c. Reliable Automatic Sprinkler Co., Inc. 
d. Tyco Fire & Building Products LP. 
e. Venus Fire Protection Ltd. 
f. Victaulic Company. 
g. Viking Corporation. 

2. Standard:  UL 193. 
3. Design:  For horizontal or vertical installation. 
4. Include trim sets for bypass, drain, electrical sprinkler alarm switch, pressure gages, and 

fill-line attachment with strainer. 
5. Drip Cup Assembly:  Pipe drain without valves and separate from main drain piping. 
6. Drip Cup Assembly:  Pipe drain with check valve to main drain piping. 

H. Automatic (Ball Drip) Drain Valves: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. AFAC Inc. 
b. Reliable Automatic Sprinkler Co., Inc. 
c. Tyco Fire & Building Products LP. 

2. Standard:  UL 1726. 
3. Pressure Rating:  175 psig minimum. 
4. Type:  Automatic draining, ball check. 
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5. Size:  NPS 3/4. 
6. End Connections:  Threaded. 

2.6 FIRE-DEPARTMENT CONNECTIONS 

A. Exposed-Type, Fire-Department Connection: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. AFAC Inc. 
b. Elkhart Brass Mfg. Company, Inc. 
c. Fire-End & Croker Corporation. 
d. Fire Protection Products, Inc. 
e. GMR International Equipment Corporation. 
f. Guardian Fire Equipment, Inc. 
g. Tyco Fire & Building Products LP. 
h. Wilson & Cousins Inc. 

2. Standard:  UL 405. 
3. Type:  Exposed, projecting, for wall mounting. 
4. Pressure Rating:  175 psig minimum. 
5. Body Material:  Corrosion-resistant metal. 
6. Inlets:  Brass with threads according to NFPA 1963 and matching local fire-department 

sizes and threads.  Include extension pipe nipples, brass lugged swivel connections, and 
check devices or clappers. 

7. Caps:  Brass, lugged type, with gasket and chain. 
8. Escutcheon Plate:  Round, brass, wall type. 
9. Outlet:  Back, with pipe threads. 
10. Number of Inlets:  Two. 
11. Escutcheon Plate Marking:  Similar to "[AUTO SPKR & STANDPIPE] [AUTO SPKR]." 
12. Finish:  Rough brass or bronze. 

 

2.7 SPRINKLER SPECIALTY PIPE FITTINGS 

A. Branch Outlet Fittings: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Anvil International, Inc. 
b. National Fittings, Inc. 
c. Shurjoint Piping Products. 
d. Tyco Fire & Building Products LP. 
e. Victaulic Company. 

2. Standard:  UL 213. 
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3. Pressure Rating:  175 psig. 
4. Body Material:  Ductile-iron housing with EPDM seals and bolts and nuts. 
5. Type:  Mechanical-T and -cross fittings. 
6. Configurations:  Snap-on and strapless, ductile-iron housing with branch outlets. 
7. Size:  Of dimension to fit onto sprinkler main and with outlet connections as required to 

match connected branch piping. 
8. Branch Outlets:  Grooved, plain-end pipe, or threaded. 

B. Flow Detection and Test Assemblies: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. AGF Manufacturing Inc. 
b. Reliable Automatic Sprinkler Co., Inc. 
c. Tyco Fire & Building Products LP. 
d. Victaulic Company. 

2. Standard:  UL's "Fire Protection Equipment Directory" listing or "Approval Guide," 
published by FM Global, listing. 

3. Pressure Rating:  175 psig. 
4. Body Material:  Cast- or ductile-iron housing with orifice, sight glass, and integral test 

valve. 
5. Size:  Same as connected piping. 
6. Inlet and Outlet:  Threaded. 

C. Branch Line Testers: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Elkhart Brass Mfg. Company, Inc. 
b. Fire-End & Croker Corporation. 
c. Potter Roemer. 

2. Standard:  UL 199. 
3. Pressure Rating:  175 psig. 
4. Body Material:  Brass. 
5. Size:  Same as connected piping. 
6. Inlet:  Threaded. 
7. Drain Outlet:  Threaded and capped. 
8. Branch Outlet:  Threaded, for sprinkler. 

D. Sprinkler Inspector's Test Fittings: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. AGF Manufacturing Inc. 
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b. Triple R Specialty. 
c. Tyco Fire & Building Products LP. 
d. Victaulic Company. 
e. Viking Corporation. 

2. Standard:  UL's "Fire Protection Equipment Directory" listing or "Approval Guide," 
published by FM Global, listing. 

3. Pressure Rating:  175 psig. 
4. Body Material:  Cast- or ductile-iron housing with sight glass. 
5. Size:  Same as connected piping. 
6. Inlet and Outlet:  Threaded. 

E. Adjustable Drop Nipples: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. CECA, LLC. 
b. Corcoran Piping System Co. 
c. Merit Manufacturing; a division of Anvil International, Inc. 

2. Standard:  UL 1474. 
3. Pressure Rating:  250 psig. 
4. Body Material:  Steel pipe with EPDM-rubber O-ring seals. 
5. Size:  Same as connected piping. 
6. Length:  Adjustable. 
7. Inlet and Outlet:  Threaded. 

F. Flexible, Sprinkler Hose Fittings: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Fivalco Inc. 
b. FlexHead Industries, Inc. 
c. Gateway Tubing, Inc. 

2. Standard:  UL 1474. 
3. Type:  Flexible hose for connection to sprinkler, and with bracket for connection to ceiling 

grid. 
4. Pressure Rating:  175 psig. 
5. Size:  Same as connected piping, for sprinkler. 

2.8 SPRINKLERS 

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

1. AFAC Inc. 
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2. Globe Fire Sprinkler Corporation. 
3. Reliable Automatic Sprinkler Co., Inc. 
4. Tyco Fire & Building Products LP. 
5. Venus Fire Protection Ltd. 
6. Victaulic Company. 
7. Viking Corporation. 

B. General Requirements: 

1. Standard:  UL's "Fire Protection Equipment Directory" listing or "Approval Guide," 
published by FM Global, listing. 

2. Pressure Rating for Automatic Sprinklers:  175 psig minimum. 
3. Pressure Rating for High-Pressure Automatic Sprinklers:  250 psig. 

2.9 ALARM DEVICES 

A. Alarm-device types shall match piping and equipment connections. 

B. Water-Motor-Operated Alarm: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Globe Fire Sprinkler Corporation. 
b. Tyco Fire & Building Products LP. 
c. Victaulic Company. 
d. Viking Corporation. 

2. Standard:  UL 753. 
3. Type:  Mechanically operated, with Pelton wheel. 
4. Alarm Gong:  Cast aluminum with red-enamel factory finish. 
5. Size:  10-inch diameter. 
6. Components:  Shaft length, bearings, and sleeve to suit wall construction. 
7. Inlet:  NPS 3/4. 
8. Outlet:  NPS 1 drain connection. 

C. Electrically Operated Alarm Bell: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Fire-Lite Alarms, Inc.; a Honeywell company. 
b. Notifier; a Honeywell company. 
c. Potter Electric Signal Company. 

2. Standard:  UL 464. 
3. Type:  Vibrating, metal alarm bell. 
4. Size:  10-inch diameter. 
5. Finish:  Red-enamel factory finish, suitable for outdoor use. 



  
 

ADG No. 10                                                         211313 Wet Pipe Sprinkler Systems  
  

  

Longview, Texas –  
Fire Station #5 
100% Bid Set Documents 
June 5, 2020   

            
 

D. Water-Flow Indicators: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. ADT Security Services, Inc. 
b. McDonnell & Miller; ITT Industries. 
c. Potter Electric Signal Company. 
d. System Sensor; a Honeywell company. 
e. Viking Corporation. 
f. Watts Industries (Canada) Inc. 

2. Standard:  UL 346. 
3. Water-Flow Detector:  Electrically supervised. 
4. Components:  Two single-pole, double-throw circuit switches for isolated alarm and 

auxiliary contacts, 7 A, 125-V ac and 0.25 A, 24-V dc; complete with factory-set, field-
adjustable retard element to prevent false signals and tamperproof cover that sends 
signal if removed. 

5. Type:  Paddle operated. 
6. Pressure Rating:  250 psig. 
7. Design Installation:  Horizontal or vertical. 

E. Pressure Switches: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. AFAC Inc. 
b. Barksdale, Inc. 
c. Detroit Switch, Inc. 
d. Potter Electric Signal Company. 
e. System Sensor; a Honeywell company. 
f. Tyco Fire & Building Products LP. 
g. United Electric Controls Co. 
h. Viking Corporation. 

2. Standard:  UL 346. 
3. Type:  Electrically supervised water-flow switch with retard feature. 
4. Components:  Single-pole, double-throw switch with normally closed contacts. 
5. Design Operation:  Rising pressure signals water flow. 

F. Valve Supervisory Switches: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Fire-Lite Alarms, Inc.; a Honeywell company. 
b. Kennedy Valve; a division of McWane, Inc. 
c. Potter Electric Signal Company. 
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d. System Sensor; a Honeywell company. 

2. Standard:  UL 346. 
3. Type:  Electrically supervised. 
4. Components:  Single-pole, double-throw switch with normally closed contacts. 
5. Design:  Signals that controlled valve is in other than fully open position. 

G. Indicator-Post Supervisory Switches: 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

 

a. Potter Electric Signal Company. 
b. System Sensor; a Honeywell company. 

2. Standard:  UL 346. 
3. Type:  Electrically supervised. 
4. Components:  Single-pole, double-throw switch with normally closed contacts. 
5. Design:  Signals that controlled indicator-post valve is in other than fully open position. 

2.10 MANUAL CONTROL STATIONS 

A. Description:  UL listed or FM approved, hydraulic operation, with union, NPS 1/2  pipe nipple, 
and bronze ball valve.  Include metal enclosure labeled "MANUAL CONTROL STATION" with 
operating instructions and cover held closed by breakable strut to prevent accidental opening. 

2.11 CONTROL PANELS 

A. Description:  Single-area, two-area, or single-area cross-zoned control panel as indicated, 
including NEMA ICS 6, Type 1 enclosure, detector, alarm, and solenoid-valve circuitry for 
operation of deluge valves.  Panels contain power supply; battery charger; standby batteries; 
field-wiring terminal strip; electrically supervised solenoid valves and polarized fire-alarm bell; 
lamp test facility; single-pole, double-throw auxiliary alarm contacts; and rectifier. 

1. Panels:  UL listed and FM approved when used with thermal detectors and Class A 
detector circuit wiring.  Electrical characteristics are 120-V ac, 60 Hz, with 24-V dc 
rechargeable batteries. 

2. Manual Control Stations:  Electric operation, metal enclosure, labeled "MANUAL 
CONTROL STATION" with operating instructions and cover held closed by breakable 
strut to prevent accidental opening. 

3. Manual Control Stations:  Hydraulic operation, with union, NPS 1/2 pipe nipple, and 
bronze ball valve.  Include metal enclosure labeled "MANUAL CONTROL STATION" with 
operating instructions and cover held closed by breakable strut to prevent accidental 
opening. 
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2.12 PRESSURE GAGES 

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

1. AMETEK; U.S. Gauge Division. 
2. Ashcroft, Inc. 
3. Brecco Corporation. 
4. WIKA Instrument Corporation. 

B. Standard:  UL 393. 

C. Dial Size:  3-1/2- to 4-1/2-inch diameter. 

D. Pressure Gage Range: 0 to 250 psig minimum. 

E. Water System Piping Gage:  Include "WATER" or "AIR/WATER" label on dial face.. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Perform fire-hydrant flow test according to NFPA 13 and NFPA 291.  Use results for system 
design calculations required in "Quality Assurance" Article. 

B. Report test results promptly and in writing. 

3.2 SERVICE-ENTRANCE PIPING 

A. Connect sprinkler piping to water-service piping for service entrance to building.  Comply with 
requirements for exterior piping in Division 21 Section "Facility Fire-Suppression Water-Service 
Piping." 

B. Install shutoff valve, backflow preventer, pressure gage, drain, and other accessories indicated 
at connection to water-service piping.  Comply with requirements for backflow preventers in 
Division 21 Section "Facility Fire-Suppression Water-Service Piping." 

C. Install shutoff valve, check valve, pressure gage, and drain at connection to water service. 

3.3 PIPING INSTALLATION 

A. Locations and Arrangements:  Drawing plans, schematics, and diagrams indicate general 
location and arrangement of piping.  Install piping as indicated, as far as practical. 

1. Deviations from approved working plans for piping require written approval from 
authorities having jurisdiction.  File written approval with Architect before deviating from 
approved working plans. 
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B. Piping Standard:  Comply with requirements for installation of sprinkler piping in NFPA 13. 

C. Install seismic restraints on piping.  Comply with requirements for seismic-restraint device 
materials and installation in NFPA 13. 

D. Use listed fittings to make changes in direction, branch takeoffs from mains, and reductions in 
pipe sizes. 

E. Install unions adjacent to each valve in pipes NPS 2 and smaller. 

F. Install flanges, flange adapters, or couplings for grooved-end piping on valves, apparatus, and 
equipment having NPS 2-1/2 and larger end connections. 

G. Install "Inspector's Test Connections" in sprinkler system piping, complete with shutoff valve, 
and sized and located according to NFPA 13. 

H. Install sprinkler piping with drains for complete system drainage. 

I. Install sprinkler control valves, test assemblies, and drain risers adjacent to standpipes when 
sprinkler piping is connected to standpipes. 

J. Install automatic (ball drip) drain valve at each check valve for fire-department connection, to 
drain piping between fire-department connection and check valve.  Install drain piping to and 
spill over floor drain or to outside building. 

K. Install alarm devices in piping systems. 

L. Install hangers and supports for sprinkler system piping according to NFPA 13.  Comply with 
requirements for hanger materials in NFPA 13. 

M. Install pressure gages on riser or feed main, at each sprinkler test connection, and at top of 
each standpipe.  Include pressure gages with connection not less than NPS 1/4  and with soft 
metal seated globe valve, arranged for draining pipe between gage and valve.  Install gages to 
permit removal, and install where they will not be subject to freezing. 

N. Fill sprinkler system piping with water. 

O. Install electric heating cables and pipe insulation on sprinkler piping in areas subject to freezing.  
Comply with requirements for heating cables in Division 21 "Heat Tracing for Fire-Suppression 
Piping" and for piping insulation in Division 21 Section "Fire-Suppression Systems Insulation." 

3.4 JOINT CONSTRUCTION 

A. Install couplings, flanges, flanged fittings, unions, nipples, and transition and special fittings that 
have finish and pressure ratings same as or higher than system's pressure rating for 
aboveground applications unless otherwise indicated. 

B. Install unions adjacent to each valve in pipes NPS 2 and smaller. 

C. Install flanges, flange adapters, or couplings for grooved-end piping on valves, apparatus, and 
equipment having NPS 2-1/2 and larger end connections. 
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D. Ream ends of pipes and tubes and remove burrs.  Bevel plain ends of steel pipe. 

E. Remove scale, slag, dirt, and debris from inside and outside of pipes, tubes, and fittings before 
assembly. 

F. Flanged Joints:  Select appropriate gasket material in size, type, and thickness suitable for 
water service.  Join flanges with gasket and bolts according to ASME B31.9. 

G. Threaded Joints:  Thread pipe with tapered pipe threads according to ASME B1.20.1.  Cut 
threads full and clean using sharp dies.  Ream threaded pipe ends to remove burrs and restore 
full ID.  Join pipe fittings and valves as follows: 

1. Apply appropriate tape or thread compound to external pipe threads. 
2. Damaged Threads:  Do not use pipe or pipe fittings with threads that are corroded or 

damaged. 

H. Twist-Locked Joints:  Insert plain end of steel pipe into plain-end-pipe fitting.  Rotate retainer 
lugs one-quarter turn or tighten retainer pin. 

I. Steel-Piping, Pressure-Sealed Joints:  Join lightwall steel pipe and steel pressure-seal fittings 
with tools recommended by fitting manufacturer. 

J. Welded Joints:  Construct joints according to AWS D10.12M/D10.12, using qualified processes 
and welding operators according to "Quality Assurance" Article. 

1. Shop weld pipe joints where welded piping is indicated.  Do not use welded joints for 
galvanized-steel pipe. 

K. Steel-Piping, Cut-Grooved Joints:  Cut square-edge groove in end of pipe according to 
AWWA C606.  Assemble coupling with housing, gasket, lubricant, and bolts.  Join steel pipe 
and grooved-end fittings according to AWWA C606 for steel-pipe joints. 

L. Steel-Piping, Roll-Grooved Joints:  Roll rounded-edge groove in end of pipe according to 
AWWA C606.  Assemble coupling with housing, gasket, lubricant, and bolts.  Join steel pipe 
and grooved-end fittings according to AWWA C606 for steel-pipe grooved joints. 

M. Steel-Piping, Pressure-Sealed Joints:  Join Schedule 5 steel pipe and steel pressure-seal 
fittings with tools recommended by fitting manufacturer. 

N. Brazed Joints:  Join copper tube and fittings according to CDA's "Copper Tube Handbook," 
"Brazed Joints" Chapter. 

O. Copper-Tubing Grooved Joints:  Roll rounded-edge groove in end of tube according to 
AWWA C606.  Assemble coupling with housing, gasket, lubricant, and bolts.  Join copper tube 
and grooved-end fittings according to AWWA C606 for steel-pipe grooved joints. 

P. Copper-Tubing, Pressure-Sealed Joints:  Join copper tube and copper pressure-seal fittings 
with tools recommended by fitting manufacturer. 

Q. Extruded-Tee Connections:  Form tee in copper tube according to ASTM F 2014.  Use tool 
designed for copper tube; drill pilot hole, form collar for outlet, dimple tube to form seating stop, 
and braze branch tube into collar. 
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R. Dissimilar-Material Piping Joints:  Make joints using adapters compatible with materials of both 
piping systems. 

S. Plastic-Piping, Solvent-Cement Joints:  Clean and dry joining surfaces.  Join pipe and fittings 
according to the following: 

1. Comply with ASTM F 402 for safe-handling practice of cleaners, primers, and solvent 
cements.  Apply primer. 

2. CPVC Piping:  Join according to ASTM D 2846/D 2846M Appendix. 

3.5 VALVE AND SPECIALTIES INSTALLATION 

A. Install listed fire-protection valves, trim and drain valves, specialty valves and trim, controls, and 
specialties according to NFPA 13 and authorities having jurisdiction. 

B. Install listed fire-protection shutoff valves supervised open, located to control sources of water 
supply except from fire-department connections.  Install permanent identification signs 
indicating portion of system controlled by each valve. 

C. Install check valve in each water-supply connection.  Install backflow preventers instead of 
check valves in potable-water-supply sources. 

D. Specialty Valves: 

1. General Requirements:  Install in vertical position for proper direction of flow, in main 
supply to system. 

2. Alarm Valves:  Include bypass check valve and retarding chamber drain-line connection. 
3. Deluge Valves:  Install in vertical position, in proper direction of flow, and in main supply 

to deluge system.  Install trim sets for drain, priming level, alarm connections, ball drip 
valves, pressure gages, priming chamber attachment, and fill-line attachment. 

3.6 SPRINKLER INSTALLATION 

A. Install sprinklers in suspended ceilings in center of acoustical ceiling panels. 

B. Install dry-type sprinklers with water supply from heated space.  Do not install pendent or 
sidewall, wet-type sprinklers in areas subject to freezing. 

C. Install sprinklers into flexible, sprinkler hose fittings and install hose into bracket on ceiling grid. 

3.7 FIRE-DEPARTMENT CONNECTION INSTALLATION 

A. Install wall-type, fire-department connections. 

B. Install automatic (ball drip) drain valve at each check valve for fire-department connection. 
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3.8 IDENTIFICATION 

A. Install labeling and pipe markers on equipment and piping according to requirements in 
NFPA 13. 

B. Identify system components, wiring, cabling, and terminals.  Comply with requirements for 
identification specified in Division 26 Section "Identification for Electrical Systems." 

3.9 FIELD QUALITY CONTROL 

A. Perform tests and inspections. 

B. Tests and Inspections: 

1. Leak Test:  After installation, charge systems and test for leaks.  Repair leaks and retest 
until no leaks exist. 

2. Test and adjust controls and safeties.  Replace damaged and malfunctioning controls 
and equipment. 

3. Flush, test, and inspect sprinkler systems according to NFPA 13, "Systems Acceptance" 
Chapter. 

4. Energize circuits to electrical equipment and devices. 
5. Start and run excess-pressure pumps. 
6. Coordinate with fire-alarm tests.  Operate as required. 
7. Coordinate with fire-pump tests.  Operate as required. 
8. Verify that equipment hose threads are same as local fire-department equipment. 

C. Sprinkler piping system will be considered defective if it does not pass tests and inspections. 

D. Prepare test and inspection reports. 

3.10 CLEANING 

A. Clean dirt and debris from sprinklers. 

B. Remove and replace sprinklers with paint other than factory finish. 

3.11 DEMONSTRATION 

A. Train Owner's maintenance personnel to adjust, operate, and maintain specialty valves and 
pressure-maintenance pumps. 

3.12 PIPING SCHEDULE 

A. Piping between Fire-Department Connections and Check Valves:  Galvanized, standard-weight 
steel pipe with threaded ends; cast-iron threaded fittings; and threaded joints. 

B. Sprinkler specialty fittings may be used, downstream of control vales, instead of specified 
fittings. 
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C. Standard-pressure, wet-pipe sprinkler system, shall be According to the NFPA 13 with approval 
of the Authority having Jurisdiction. 

END OF SECTION 211313 


	210500-common work results for fire suppression
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. This Section includes the following:
	1. Piping materials and installation instructions common to most piping systems.
	2. Mechanical sleeve seals.
	3. Sleeves.
	4. Escutcheons.
	5. Grout.
	6. Fire-suppression equipment and piping demolition.
	7. Equipment installation requirements common to equipment sections.
	8. Painting and finishing.
	9. Concrete bases.
	10. Supports and anchorages.


	1.3 DEFINITIONS
	A. Finished Spaces:  Spaces other than mechanical and electrical equipment rooms, furred spaces, pipe chases, unheated spaces immediately below roof, spaces above ceilings, unexcavated spaces, crawlspaces, and tunnels.
	B. Exposed, Interior Installations:  Exposed to view indoors.  Examples include finished occupied spaces and mechanical equipment rooms.
	C. Exposed, Exterior Installations:  Exposed to view outdoors or subject to outdoor ambient temperatures and weather conditions.  Examples include rooftop locations.
	D. Concealed, Interior Installations:  Concealed from view and protected from physical contact by building occupants.  Examples include above ceilings and in chases.
	E. Concealed, Exterior Installations:  Concealed from view and protected from weather conditions and physical contact by building occupants but subject to outdoor ambient temperatures.  Examples include installations within unheated shelters.
	F. The following are industry abbreviations for plastic materials:
	1. CPVC:  Chlorinated polyvinyl chloride plastic.

	G. The following are industry abbreviations for rubber materials:
	1. EPDM:  Ethylene-propylene-diene terpolymer rubber.
	2. NBR:  Acrylonitrile-butadiene rubber.


	1.4 SUBMITTALS
	A. Product Data:  For the following:
	1. Mechanical sleeve seals.
	2. Escutcheons.

	B. Welding certificates.

	1.5 QUALITY ASSURANCE
	A. Steel Support Welding:  Qualify processes and operators according to AWS D1.1, "Structural Welding Code--Steel."
	B. Steel Pipe Welding:  Qualify processes and operators according to ASME Boiler and Pressure Vessel Code:  Section IX, "Welding and Brazing Qualifications."
	1. Comply with provisions in ASME B31 Series, "Code for Pressure Piping."
	2. Certify that each welder has passed AWS qualification tests for welding processes involved and that certification is current.

	C. Electrical Characteristics for Fire-Suppression Equipment:  Equipment of higher electrical characteristics may be furnished provided such proposed equipment is approved in writing and connecting electrical services, circuit breakers, and conduit si...

	1.6 DELIVERY, STORAGE, AND HANDLING
	A. Deliver pipes and tubes with factory-applied end caps.  Maintain end caps through shipping, storage, and handling to prevent pipe end damage and to prevent entrance of dirt, debris, and moisture.
	B. Store plastic pipes protected from direct sunlight.  Support to prevent sagging and bending.

	1.7 COORDINATION
	A. Arrange for pipe spaces, chases, slots, and openings in building structure during progress of construction, to allow for fire-suppression installations.
	B. Coordinate installation of required supporting devices and set sleeves in poured-in-place concrete and other structural components as they are constructed.
	C. Coordinate requirements for access panels and doors for fire-suppression items requiring access that are concealed behind finished surfaces.  Access panels and doors are specified in Division 08 Section "Access Doors and Frames."


	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. In other Part 2 articles where subparagraph titles below introduce lists, the following requirements apply for product selection:
	1. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering products that may be incorporated into the Work include, but are not limited to, the manufacturers specified.
	2. Manufacturers:  Subject to compliance with requirements, provide products by the manufacturers specified.


	2.2 PIPE, TUBE, AND FITTINGS
	A. Refer to individual Division 21 piping Sections for pipe, tube, and fitting materials and joining methods.
	B. Pipe Threads:  ASME B1.20.1 for factory-threaded pipe and pipe fittings.

	2.3 JOINING MATERIALS
	A. Refer to individual Division 21 piping Sections for special joining materials not listed below.
	B. Pipe-Flange Gasket Materials:  Suitable for chemical and thermal conditions of piping system contents.
	1. ASME B16.21, nonmetallic, flat, asbestos-free, 1/8-inch maximum thickness unless thickness or specific material is indicated.
	a. Full-Face Type:  For flat-face, Class 125, cast-iron and cast-bronze flanges.
	b. Narrow-Face Type:  For raised-face, Class 250, cast-iron and steel flanges.

	2. AWWA C110, rubber, flat face, 1/8 inch thick, unless otherwise indicated; and full-face or ring type, unless otherwise indicated.

	C. Flange Bolts and Nuts:  ASME B18.2.1, carbon steel, unless otherwise indicated.
	D. Plastic, Pipe-Flange Gasket, Bolts, and Nuts:  Type and material recommended by piping system manufacturer, unless otherwise indicated.
	E. Solder Filler Metals:  ASTM B 32, lead-free alloys.  Include water-flushable flux according to ASTM B 813.
	F. Brazing Filler Metals:  AWS A5.8, BCuP Series, copper-phosphorus alloys for general-duty brazing, unless otherwise indicated, unless otherwise indicated.
	G. Welding Filler Metals:  Comply with AWS D10.12 for welding materials appropriate for wall thickness and chemical analysis of steel pipe being welded.
	H. Solvent Cements for Joining CPVC Plastic Piping:  ASTM F 493.
	I. Pipe/Grooved (Standard/ Lightwall): Carbon Steel, A-53B/A-106B - Roll or cut grooved-ends as appropriate to pipe material, wall thickness, pressures, size and method of joining.  Pipe ends to be grooved in accordance with Victaulic current listed s...
	J. Victaulic Mechanical Couplings for Joining Carbon Steel Pipe
	2. AGS Fittings shall be supplied with factory AGS grooved ends, for use with  Victaulic W07 or W77 couplings and W741 flange adapter. Fittings shall be manufactured of ductile iron conforming to ASTM A-536, forged carbon steel conforming to ASTM A-2...

	2.4 MECHANICAL SLEEVE SEALS
	A. Description:  Modular sealing element unit, designed for field assembly, to fill annular space between pipe and sleeve.
	1. Available Manufacturers:
	a. Advance Products & Systems, Inc.
	b. Calpico, Inc.
	c. Metraflex Co.
	d. Pipeline Seal and Insulator, Inc.

	2. Sealing Elements:  EPDM or NBR interlocking links shaped to fit surface of pipe.  Include type and number required for pipe material and size of pipe.
	3. Pressure Plates:  Carbon steel.  Include two for each sealing element.
	4. Connecting Bolts and Nuts:  Carbon steel with corrosion-resistant coating of length required to secure pressure plates to sealing elements.  Include one for each sealing element.


	2.5 SLEEVES
	A. Galvanized-Steel Sheet:  0.0239-inch minimum thickness; round tube closed with welded longitudinal joint.
	B. Steel Pipe:  ASTM A 53, Type E, Grade B, Schedule 40, galvanized, plain ends.
	C. Cast Iron:  Cast or fabricated "wall pipe" equivalent to ductile-iron pressure pipe, with plain ends and integral waterstop, unless otherwise indicated.
	D. Stack Sleeve Fittings:  Manufactured, cast-iron sleeve with integral clamping flange.  Include clamping ring and bolts and nuts for membrane flashing.
	1. Underdeck Clamp:  Clamping ring with set screws.

	E. Molded PVC:  Permanent, with nailing flange for attaching to wooden forms.
	F. PVC Pipe:  ASTM D 1785, Schedule 40.
	G. Molded PE:  Reusable, PE, tapered-cup shaped, and smooth-outer surface with nailing flange for attaching to wooden forms.

	2.6 ESCUTCHEONS
	A. Description:  Manufactured wall and ceiling escutcheons and floor plates, with an ID to closely fit around pipe, tube, and insulation of insulated piping and an OD that completely covers opening.
	B. One-Piece, Deep-Pattern Type:  Deep-drawn, box-shaped brass with polished chrome-plated finish.
	C. One-Piece, Cast-Brass Type:  With set screw.
	1. Finish:  Polished chrome-plated.

	D. Split-Casting, Cast-Brass Type:  With concealed hinge and set screw.
	1. Finish:  Polished chrome-plated.

	E. One-Piece, Stamped-Steel Type:  With set screw or spring clips and chrome-plated finish.
	F. Split-Plate, Stamped-Steel Type:  With concealed hinge, set screw or spring clips, and chrome-plated finish.
	G. One-Piece, Floor-Plate Type:  Cast-iron floor plate.
	H. Split-Casting, Floor-Plate Type:  Cast brass with concealed hinge and set screw.

	2.7 GROUT
	A. Description:  ASTM C 1107, Grade B, nonshrink and nonmetallic, dry hydraulic-cement grout.
	1. Characteristics:  Post-hardening, volume-adjusting, nonstaining, noncorrosive, nongaseous, and recommended for interior and exterior applications.
	2. Design Mix:  5000-psi, 28-day compressive strength.
	3. Packaging:  Premixed and factory packaged.



	PART 3 -  EXECUTION
	3.1 PIPING SYSTEMS - COMMON REQUIREMENTS
	A. Install piping according to the following requirements and Division 21 Sections specifying piping systems.
	B. Drawing plans, schematics, and diagrams indicate general location and arrangement of piping systems.  Indicated locations and arrangements were used to size pipe and calculate friction loss, expansion, pump sizing, and other design considerations. ...
	C. Install piping in concealed locations, unless otherwise indicated and except in equipment rooms and service areas.
	D. Install piping indicated to be exposed and piping in equipment rooms and service areas at right angles or parallel to building walls.  Diagonal runs are prohibited unless specifically indicated otherwise.
	E. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal.
	F. Install piping to permit valve servicing.
	G. Install piping at indicated slopes.
	H. Install piping free of sags and bends.
	I. Install fittings for changes in direction and branch connections.
	J. Install piping to allow application of insulation.
	K. Select system components with pressure rating equal to or greater than system operating pressure.
	L. Install escutcheons for penetrations of walls, ceilings, and floors according to the following:
	1. New Piping:
	a. Piping with Fitting or Sleeve Protruding from Wall:  One-piece, deep-pattern type.
	b. Chrome-Plated Piping:  One-piece, cast-brass type with polished chrome-plated finish.
	c. Insulated Piping:  One-piece, stamped-steel type with spring clips.
	d. Bare Piping at Wall and Floor Penetrations in Finished Spaces:  One-piece, cast-brass type with polished chrome-plated finish.
	e. Bare Piping at Wall and Floor Penetrations in Finished Spaces:  One-piece, stamped-steel type.
	f. Bare Piping at Ceiling Penetrations in Finished Spaces:  One-piece, stamped-steel type or split-plate, stamped-steel type with concealed hinge and set screw.
	g. Bare Piping in Unfinished Service Spaces:  One-piece, cast-brass type with polished chrome-plated finish.
	h. Bare Piping in Unfinished Service Spaces:  One-piece, stamped-steel type
	i. Bare Piping in Equipment Rooms:  One-piece, stamped-steel type
	j. Bare Piping at Floor Penetrations in Equipment Rooms:  One-piece, floor-plate type.


	M. Sleeves are not required for core-drilled holes.
	N. Permanent sleeves are not required for holes formed by removable PE sleeves.
	O. Install sleeves for pipes passing through concrete and masonry walls and concrete floor and roof slabs.
	P. Install sleeves for pipes passing through concrete and masonry walls, gypsum-board partitions, and concrete floor and roof slabs.
	1. Cut sleeves to length for mounting flush with both surfaces.
	a. Exception:  Extend sleeves installed in floors of mechanical equipment areas or other wet areas 2 inches above finished floor level.  Extend cast-iron sleeve fittings below floor slab as required to secure clamping ring if ring is specified.

	2. Install sleeves in new walls and slabs as new walls and slabs are constructed.
	3. Install sleeves that are large enough to provide 1/4-inch annular clear space between sleeve and pipe or pipe insulation.  Use the following sleeve materials:
	a. Steel Pipe Sleeves:  For pipes smaller than NPS 6.
	b. Steel Sheet Sleeves:  For pipes NPS 6 and larger, penetrating gypsum-board partitions.
	c. Stack Sleeve Fittings:  For pipes penetrating floors with membrane waterproofing.  Secure flashing between clamping flanges.  Install section of cast-iron soil pipe to extend sleeve to 2 inches above finished floor level.  Refer to Division 07 Sect...
	1) Seal space outside of sleeve fittings with grout.


	4. Except for underground wall penetrations, seal annular space between sleeve and pipe or pipe insulation, using joint sealants appropriate for size, depth, and location of joint.  Refer to Division 07 Section "Joint Sealants" for materials and insta...

	Q. Aboveground, Exterior-Wall Pipe Penetrations:  Seal penetrations using sleeves and mechanical sleeve seals.  Select sleeve size to allow for 1-inch annular clear space between pipe and sleeve for installing mechanical sleeve seals.
	1. Install steel pipe for sleeves smaller than 6 inches in diameter.
	2. Install cast-iron "wall pipes" for sleeves 6 inches and larger in diameter.
	3. Mechanical Sleeve Seal Installation:  Select type and number of sealing elements required for pipe material and size.  Position pipe in center of sleeve.  Assemble mechanical sleeve seals and install in annular space between pipe and sleeve.  Tight...

	R. Underground, Exterior-Wall Pipe Penetrations:  Install cast-iron "wall pipes" for sleeves.  Seal pipe penetrations using mechanical sleeve seals.  Select sleeve size to allow for 1-inch annular clear space between pipe and sleeve for installing mec...
	1. Mechanical Sleeve Seal Installation:  Select type and number of sealing elements required for pipe material and size.  Position pipe in center of sleeve.  Assemble mechanical sleeve seals and install in annular space between pipe and sleeve.  Tight...

	S. Fire-Barrier Penetrations:  Maintain indicated fire rating of walls, partitions, ceilings, and floors at pipe penetrations.  Seal pipe penetrations with firestop materials.  Refer to Division 07 Section "Penetration Firestopping" for materials.
	T. Verify final equipment locations for roughing-in.
	U. Refer to equipment specifications in other Sections of these Specifications for roughing-in requirements.

	3.2 PIPING JOINT CONSTRUCTION
	A. Join pipe and fittings according to the following requirements and Division 21 Sections specifying piping systems.
	B. Ream ends of pipes and tubes and remove burrs.  Bevel plain ends of steel pipe.
	C. Remove scale, slag, dirt, and debris from inside and outside of pipe and fittings before assembly.
	D. Soldered Joints:  Apply ASTM B 813, water-flushable flux, unless otherwise indicated, to tube end.  Construct joints according to ASTM B 828 or CDA's "Copper Tube Handbook," using lead-free solder alloy complying with ASTM B 32.
	E. Brazed Joints:  Construct joints according to AWS's "Brazing Handbook," "Pipe and Tube" Chapter, using copper-phosphorus brazing filler metal complying with AWS A5.8.
	F. Threaded Joints:  Thread pipe with tapered pipe threads according to ASME B1.20.1.  Cut threads full and clean using sharp dies.  Ream threaded pipe ends to remove burrs and restore full ID.  Join pipe fittings and valves as follows:
	1. Apply appropriate tape or thread compound to external pipe threads unless dry seal threading is specified.
	2. Damaged Threads:  Do not use pipe or pipe fittings with threads that are corroded or damaged.  Do not use pipe sections that have cracked or open welds.

	G. Welded Joints:  Construct joints according to AWS D10.12, using qualified processes and welding operators according to Part 1 "Quality Assurance" Article.
	H. Flanged Joints:  Select appropriate gasket material, size, type, and thickness for service application.  Install gasket concentrically positioned.  Use suitable lubricants on bolt threads.
	I. Plastic Piping Solvent-Cement Joints:  Clean and dry joining surfaces.  Join pipe and fittings according to the following:
	1. Comply with ASTM F 402 for safe-handling practice of cleaners, primers, and solvent cements.
	2. CPVC Piping:  Join according to ASTM D 2846/D 2846M Appendix.

	J. Plastic Pressure Piping Gasketed Joints:  Join according to ASTM D 3139.

	3.3 PAINTING
	A. Painting of fire-suppression systems, equipment, and components is specified in Division 09 Sections "Interior Painting" and "Exterior Painting."
	B. Damage and Touchup:  Repair marred and damaged factory-painted finishes with materials and procedures to match original factory finish.

	3.4 CONCRETE BASES
	A. Concrete Bases:  Anchor equipment to concrete base according to equipment manufacturer's written instructions and according to seismic codes at Project.
	1. Construct concrete bases of dimensions indicated, but not less than 4 inches larger in both directions than supported unit.
	2. Install dowel rods to connect concrete base to concrete floor.  Unless otherwise indicated, install dowel rods on 18-inch centers around the full perimeter of the base.
	3. Install epoxy-coated anchor bolts for supported equipment that extend through concrete base, and anchor into structural concrete floor.
	4. Place and secure anchorage devices.  Use supported equipment manufacturer's setting drawings, templates, diagrams, instructions, and directions furnished with items to be embedded.
	5. Install anchor bolts to elevations required for proper attachment to supported equipment.
	6. Install anchor bolts according to anchor-bolt manufacturer's written instructions.
	7. Use 3000-psi, 28-day compressive-strength concrete and reinforcement as specified in Division 03.


	3.5 ERECTION OF METAL SUPPORTS AND ANCHORAGES
	A. Refer to Division 05 Section "Metal Fabrications" for structural steel.
	B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and elevation to support and anchor fire-suppression materials and equipment.
	C. Field Welding:  Comply with AWS D1.1.

	3.6 ERECTION OF WOOD SUPPORTS AND ANCHORAGES
	A. Cut, fit, and place wood grounds, nailers, blocking, and anchorages to support, and anchor fire-suppression materials and equipment.
	B. Select fastener sizes that will not penetrate members if opposite side will be exposed to view or will receive finish materials.  Tighten connections between members.  Install fasteners without splitting wood members.
	C. Attach to substrates as required to support applied loads.

	3.7 GROUTING
	A. Mix and install grout for fire-suppression equipment base bearing surfaces, pump and other equipment base plates, and anchors.
	B. Clean surfaces that will come into contact with grout.
	C. Provide forms as required for placement of grout.
	D. Avoid air entrapment during placement of grout.
	E. Place grout, completely filling equipment bases.
	F. Place grout on concrete bases and provide smooth bearing surface for equipment.
	G. Place grout around anchors.
	H. Cure placed grout.



	210548-vibration  controls for fire-suppression piping and equipment
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. This Section includes the following:
	1. Isolation pads.
	2. Isolation mounts.
	3. Restrained elastomeric isolation mounts.
	4. Restraining braces.


	1.3 DEFINITIONS
	A. IBC:  International Building Code.
	B. ICC-ES:  ICC-Evaluation Service.
	C. OSHPD:  Office of Statewide Health Planning and Development for the State of California.

	1.4 SUBMITTALS
	A. Product Data: For the following:
	1. Include rated load, rated deflection, and overload capacity for each vibration isolation device.
	a. Annotate to indicate application of each product submitted and compliance with requirements.


	B. Delegated-Design Submittal:  For vibration isolation indicated to comply with performance requirements and design criteria, including analysis data signed and sealed by the qualified professional engineer responsible for their preparation.
	C. Welding certificates.
	D. Qualification Data:  For professional engineer and testing agency.

	1.5 QUALITY ASSURANCE
	A. Testing Agency Qualifications:  An independent agency, with the experience and capability to conduct the testing indicated, that is a nationally recognized testing laboratory (NRTL) as defined by OSHA in 29 CFR 1910.7, and that is acceptable to aut...
	B. Welding:  Qualify procedures and personnel according to AWS D1.1/D1.1M, "Structural Welding Code - Steel."


	PART 2 -  PRODUCTS
	2.1 VIBRATION ISOLATORS
	A. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	B. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	1. Ace Mountings Co., Inc.
	2. Amber/Booth Company, Inc.
	3. California Dynamics Corporation.
	4. Isolation Technology, Inc.
	5. Kinetics Noise Control.
	6. Mason Industries.
	7. Vibration Eliminator Co., Inc.
	8. Vibration Isolation.
	9. Vibration Mountings & Controls, Inc.

	C. Pads:  Arranged in single or multiple layers of sufficient stiffness for uniform loading over pad area, molded with a nonslip pattern and galvanized-steel baseplates, and factory cut to sizes that match requirements of supported equipment.
	1. Resilient Material:  Oil- and water-resistant rubber.

	D. Mounts:  Double-deflection type, with molded, oil-resistant rubber, hermetically sealed compressed fiberglass, or neoprene isolator elements with factory-drilled, encapsulated top plate for bolting to equipment and with baseplate for bolting to str...
	1. Materials:  Cast-ductile-iron or welded steel housing containing two separate and opposing, oil-resistant rubber or neoprene elements that prevent central threaded element and attachment hardware from contacting the housing during normal operation.
	2. Neoprene:  Shock-absorbing materials compounded according to the standard for bridge-bearing neoprene as defined by AASHTO.

	E. Channel Support System:  MFMA-3, shop- or field-fabricated support assembly made of slotted steel channels with accessories for attachment to braced component at one end and to building structure at the other end and other matching components and w...
	F. Hanger Rod Stiffener:  Steel tube or steel slotted-support-system sleeve with internally bolted connections to hanger rod.
	G. Bushings for Floor-Mounted Equipment Anchor Bolts:  Neoprene bushings designed for rigid equipment mountings, and matched to type and size of anchor bolts and studs.
	H. Bushing Assemblies for Wall-Mounted Equipment Anchorage:  Assemblies of neoprene elements and steel sleeves designed for rigid equipment mountings and matched to type and size of attachment devices used.
	I. Resilient Isolation Washers and Bushings:  One-piece, molded, oil- and water-resistant neoprene, with a flat washer face.
	J. Mechanical Anchor Bolts:  Drilled-in and stud-wedge or female-wedge type in zinc-coated steel for interior applications and stainless steel for exterior applications.  Select anchor bolts with strength required for anchor and as tested according to...
	K. Adhesive Anchor Bolts:  Drilled-in and capsule anchor system containing polyvinyl or urethane methacrylate-based resin and accelerator, or injected polymer or hybrid mortar adhesive.  Provide anchor bolts and hardware with zinc-coated steel for int...

	2.2 FACTORY FINISHES
	A. Finish:  Manufacturer's standard prime-coat finish ready for field painting.
	B. Finish:  Manufacturer's standard paint applied to factory-assembled and -tested equipment before shipping.
	1. Powder coating on springs and housings.
	2. All hardware shall be galvanized.  Hot-dip galvanize metal components for exterior use.
	3. Baked enamel or powder coat for metal components on isolators for interior use.
	4. Color-code or otherwise mark vibration isolation and seismic-control devices to indicate capacity range.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine areas and equipment to receive vibration isolation and seismic-control devices for compliance with requirements for installation tolerances and other conditions affecting performance.
	B. Examine roughing-in of reinforcement and cast-in-place anchors to verify actual locations before installation.
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 APPLICATIONS
	A. Multiple Pipe Supports:  Secure pipes to trapeze member with clamps approved for application by an agency acceptable to authorities having jurisdiction.
	B. Hanger Rod Stiffeners:  Install hanger rod stiffeners where indicated or scheduled on Drawings to receive th`em and where required to prevent buckling of hanger rods due to seismic forces.
	C. Strength of Support and Seismic-Restraint Assemblies:  Where not indicated, select sizes of components so strength will be adequate to carry present and future static and seismic loads within specified loading limits.

	3.3 VIBRATION-CONTROL DEVICE INSTALLATION
	A. Equipment Restraints:
	1. Install resilient bolt isolation washers on equipment anchor bolts where clearance between anchor and adjacent surface exceeds 0.125 inch.

	B. Piping Restraints:
	1. Comply with requirements in MSS SP-127 and NFPA 13.
	2. Space lateral supports a maximum of 40 feet o.c., and longitudinal supports a maximum of 80 feet o.c.
	3. Brace a change of direction longer than 12 feet.

	C. Install cables so they do not bend across edges of adjacent equipment or building structure.
	D. Install bushing assemblies for anchor bolts for floor-mounted equipment, arranged to provide resilient media between anchor bolt and mounting hole in concrete base.
	E. Install bushing assemblies for mounting bolts for wall-mounted equipment, arranged to provide resilient media where equipment or equipment-mounting channels are attached to wall.
	F. Attachment to Structure:  If specific attachment is not indicated, anchor bracing to structure at flanges of beams, at upper truss chords of bar joists, or at concrete members.
	G. Drilled-in Anchors:
	1. Identify position of reinforcing steel and other embedded items prior to drilling holes for anchors.  Do not damage existing reinforcing or embedded items during coring or drilling.  Notify the structural engineer if reinforcing steel or other embe...
	2. Do not drill holes in concrete or masonry until concrete, mortar, or grout has achieved full design strength.
	3. Wedge Anchors:  Protect threads from damage during anchor installation.  Heavy-duty sleeve anchors shall be installed with sleeve fully engaged in the structural element to which anchor is to be fastened.
	4. Adhesive Anchors:  Clean holes to remove loose material and drilling dust prior to installation of adhesive.  Place adhesive in holes proceeding from the bottom of the hole and progressing toward the surface in such a manner as to avoid introductio...
	5. Set anchors to manufacturer's recommended torque, using a torque wrench.
	6. Install zinc-coated steel anchors for interior and stainless-steel anchors for exterior applications.




	211313-wet-pipe sprinkler systems
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Pipes, fittings, and specialties.
	2. Fire-protection valves.
	3. Fire-department connections.
	4. Sprinklers.
	5. Excess-pressure pumps.
	6. Alarm devices.
	7. Manual control stations.
	8. Control panels.
	9. Pressure gages.


	1.3 DEFINITIONS
	A. High-Pressure Sprinkler Piping:  Wet-pipe sprinkler system piping designed to operate at working pressure higher than standard 175 psig, but not higher than 250 psig.
	B. Standard-Pressure Sprinkler Piping:  Wet-pipe sprinkler system piping designed to operate at working pressure of 175 psig maximum.

	1.4 SYSTEM DESCRIPTIONS
	A. Wet-Pipe Sprinkler System:  Automatic sprinklers are attached to piping containing water and that is connected to water supply through alarm valve.  Water discharges immediately from sprinklers when they are opened.  Sprinklers open when heat melts...
	B. Deluge Sprinkler System:  Open sprinklers are attached to piping connected to water supply through deluge valve.  Fire-detection system, in same area as sprinklers, opens valve.  Water flows into piping system and discharges from attached sprinkler...

	1.5 PERFORMANCE REQUIREMENTS
	A. Standard-Pressure Piping System Component:  Listed for 175-psig minimum working pressure.
	B. High-Pressure Piping System Component:  Listed for 250-psig minimum working pressure.
	C. Delegated Design:  Design sprinkler system(s), including comprehensive engineering analysis by a qualified professional engineer, using performance requirements and design criteria indicated.
	1. Contractor shall provide fire-hydrant flow test under separate contract with Owner.  Flow test data shall include:
	a. Date:
	b. Time:
	c. Performed by: operator's name and firm.
	d. Location of Residual Fire Hydrant R:
	e. Location of Flow Fire Hydrant F:
	f. Static Pressure at Residual Fire Hydrant R:
	g. Measured Flow at Flow Fire Hydrant F:
	h. Residual Pressure at Residual Fire Hydrant R:


	D. Sprinkler system design shall be approved by authorities having jurisdiction.
	1. Margin of Safety for Available Water Flow and Pressure:  15 percent, including losses through water-service piping, valves, and backflow preventers.
	2. Maximum Protection Area per Sprinkler:  Per UL listing.
	a.  Areas:  According to NFPA 13 recommendations unless otherwise indicated.

	3. Total Combined Hose-Stream Demand Requirement:  According to NFPA 13 unless otherwise indicated:


	1.6 SUBMITTALS
	A. Product Data:  For each type of product indicated. Include rated capacities, operating characteristics, electrical characteristics, and furnished specialties and accessories.
	B. Shop Drawings:  For wet-pipe sprinkler systems.  Include plans, elevations, sections, details, and attachments to other work.
	1. Wiring Diagrams:  For power, signal, and control wiring.

	C. Delegated-Design Submittal:  For sprinkler systems indicated to comply with performance requirements and design criteria, including analysis data signed and sealed by the qualified professional engineer responsible for their preparation.
	D. Coordination Drawings:  Sprinkler systems, drawn to scale, on which the following items are shown and coordinated with each other, using input from installers of the items involved:
	1. Domestic water piping.
	2. Compressed air piping.
	3. Items penetrating finished ceiling include the following:
	a. Lighting fixtures.
	b. Air outlets and inlets.

	4. HVAC ductwork

	E. Qualification Data:  For qualified Installer and professional engineer.
	F. Approved Sprinkler Piping Drawings:  Working plans, prepared according to NFPA 13, that have been approved by authorities having jurisdiction, including hydraulic calculations if applicable.
	G. Welding certificates.
	H. Fire-hydrant flow test report.
	I. Field Test Reports and Certificates:  Indicate and interpret test results for compliance with performance requirements and as described in NFPA 13.  Include "Contractor's Material and Test Certificate for Aboveground Piping."
	J. Field quality-control reports.
	K. Operation and Maintenance Data:  For sprinkler specialties to include in emergency, operation, and maintenance manuals.

	1.7 QUALITY ASSURANCE
	A. Installer Qualifications:
	1. Installer's responsibilities include designing, fabricating, and installing sprinkler systems and providing professional engineering services needed to assume engineering responsibility.  Base calculations on results of fire-hydrant flow test.
	a. Engineering Responsibility:  Preparation of working plans, calculations, and field test reports by a qualified professional engineer.


	B. Welding Qualifications:  Qualify procedures and operators according to ASME Boiler and Pressure Vessel Code.
	C. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	D. NFPA Standards:  Sprinkler system equipment, specialties, accessories, installation, and testing shall comply with the following:
	1. NFPA 13, "Installation of Sprinkler Systems."
	2. NFPA 24, "Installation of Private Fire Service Mains and Their Appurtenances."


	1.8 COORDINATION
	A. Coordinate layout and installation of sprinklers with other construction that penetrates ceilings, including light fixtures, HVAC equipment, and partition assemblies.

	1.9 EXTRA MATERIALS
	A. Furnish extra materials that match products installed and that are packaged with protective covering for storage and identified with labels describing contents.
	1. Sprinkler Cabinets:  Finished, wall-mounted, steel cabinet with hinged cover, and with space for minimum of six spare sprinklers plus sprinkler wrench.  Include number of sprinklers required by NFPA 13 and sprinkler wrench.  Include separate cabine...



	PART 2 -  PRODUCTS
	2.1 PIPING MATERIALS
	A. Comply with requirements in "Piping Schedule" Article for applications of pipe, tube, and fitting materials, and for joining methods for specific services, service locations, and pipe sizes.

	2.2 STEEL PIPE AND FITTINGS
	A. Standard Weight, Galvanized and Black Steel Pipe:  ASTM A 53/A 53M, Type E Grade B.  Pipe ends may be factory or field formed to match joining method.
	B. Schedule 30, Galvanized and Black Steel Pipe:  ASTM A 135; ASTM A 795/A 795M, Type E; or ASME B36.10M, wrought steel; with wall thickness not less than Schedule 30 and not more than Schedule 40.  Pipe ends may be factory or field formed to match jo...
	C. Schedule 10, Black-Steel Pipe:  ASTM A 135 or ASTM A 795/A 795M, Schedule 10 in NPS 5  and smaller; and NFPA 13-specified wall thickness in NPS 6 to NPS 10, plain end.
	D. Galvanized and Black Steel Pipe Nipples:  ASTM A 733, made of ASTM A 53/A 53M, standard-weight, seamless steel pipe with threaded ends.
	E. Galvanized and Uncoated, Steel Couplings:  ASTM A 865, threaded.
	F. Galvanized and Uncoated, Gray-Iron Threaded Fittings:  ASME B16.4, Class 125, standard pattern.
	G. Malleable- or Ductile-Iron Unions:  UL 860.
	H. Cast-Iron Flanges:  ASME 16.1, Class 125.
	I. Steel Flanges and Flanged Fittings:  ASME B16.5, Class 150.
	J. Steel Welding Fittings:  ASTM A 234/A 234M and ASME B16.9.
	K. Grooved-Joint, Steel-Pipe Appurtenances:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Anvil International, Inc.
	b. Corcoran Piping System Co.
	c. National Fittings, Inc.
	d. Shurjoint Piping Products.
	e. Tyco Fire & Building Products LP.
	f. Victaulic Company.

	2. Pressure Rating:  175 psig minimum.
	3. Galvanized and Uncoated, Grooved-End Fittings for Steel Piping:  ASTM A 47/A 47M, malleable-iron casting or ASTM A 536, ductile-iron casting; with dimensions matching steel pipe.
	4. Grooved-End-Pipe Couplings for Steel Piping:  AWWA C606 and UL 213, rigid pattern, unless otherwise indicated, for steel-pipe dimensions.  Include ferrous housing sections, EPDM-rubber gasket, and bolts and nuts.

	L. Steel Pressure-Seal Fittings:  UL 213, FM-approved, 175-psig pressure rating with steel housing, rubber O-rings, and pipe stop; for use with fitting manufacturers' pressure-seal tools.
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Victaulic Company.
	b. Approved equal.



	2.3 COPPER TUBE AND FITTINGS
	A. Hard Copper Tube:  ASTM B 88, Type L and ASTM B 88, Type M water tube, drawn temper.
	B. Cast-Copper, Solder-Joint Fittings:  ASME B16.18, pressure fittings.
	C. Wrought-Copper, Solder-Joint Fittings:  ASME B16.22, pressure fittings.
	D. Bronze Flanges:  ASME B16.24, Class 150, with solder-joint ends.
	E. Copper Unions:  MSS SP-123, cast-copper-alloy, hexagonal-stock body, with ball-and-socket, metal-to-metal seating surfaces, and solder-joint or threaded ends.
	F. Copper Pressure-Seal Fittings:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Viega; Plumbing & Heating Systems.
	b. Approved equal.

	2. Standard:  UL 213.
	3. NPS 2 and Smaller:  Wrought-copper fitting with EPDM-rubber O-ring seal in each end.
	4. NPS 2-1/2 to NPS 4:  Cast-bronze fitting with EPDM-rubber O-ring seal in each end.

	G. Grooved-Joint, Copper-Tube Appurtenances:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Anvil International, Inc.
	b. Shurjoint Piping Products.
	c. Victaulic Company.

	2. Grooved-End, Copper Fittings:  ASTM B 75, copper tube or ASTM B 584, bronze castings.
	3. Grooved-End-Tube Couplings:  To fit copper-tube dimensions, with design similar to AWWA C606.  Include ferrous housing sections, EPDM-rubber gasket suitable for hot and cold water, and bolts and nuts.


	2.4 CPVC PIPE AND FITTINGS
	A. CPVC Pipe:  ASTM F 442/F 442M and UL 1821, SDR 13.5, for 175-psig rated pressure at 150 deg F, with plain ends.  Include "LISTED" and "CPVC SPRINKLER PIPE" markings.
	B. CPVC Fittings:  UL listed or FM approved, for 175-psig rated pressure at 150 deg F, socket type.  Include "LISTED" and "CPVC SPRINKLER FITTING" markings.
	1. NPS 3/4 to NPS 1-1/2:  ASTM F 438 and UL 1821, Schedule 40, socket type.
	2. NPS 2 to NPS 3:  ASTM F 439 and UL 1821, Schedule 80, socket type.
	3. CPVC-to-Metal Transition Fittings:  CPVC, one piece, with dimensions equivalent to pipe; one end with threaded brass insert, and one socket end.
	4. CPVC-to-Metal Transition Unions:  CPVC, with dimensions equivalent to pipe; one end with threaded brass insert, and one socket end.
	5. Flanges:  CPVC, one or two pieces.


	2.5 PIPING JOINING MATERIALS
	A. Pipe-Flange Gasket Materials:  AWWA C110, rubber, flat face, 1/8 inch thick or ASME B16.21, nonmetallic and asbestos free
	1. Class 125, Cast-Iron Flanges and Class 150, Bronze Flat-Face Flanges:  Full-face gaskets.
	2. Class 250, Cast-Iron Flanges and Class 300, Steel Raised-Face Flanges:  Ring-type gaskets.

	B. Metal, Pipe-Flange Bolts and Nuts:  ASME B18.2.1, carbon steel unless otherwise indicated.
	C. Brazing Filler Metals:  AWS A5.8/A5.8M, BCuP Series, copper-phosphorus alloys for general-duty brazing unless otherwise indicated.
	D. Welding Filler Metals:  Comply with AWS D10.12M/D10.12 for welding materials appropriate for wall thickness and chemical analysis of steel pipe being welded.
	E. Solvent Cements for Joining CPVC Piping and Tubing:  ASTM F 493, solvent cement recommended by pipe and fitting manufacturer, and made for joining CPVC sprinkler pipe and fittings.  Include cleaner or primer recommended by pipe and fitting manufact...
	1. Use solvent cement that has a VOC content of 490 g/L or less when calculated according to 40 CFR 59, Subpart D (EPA Method 24).
	2. Use adhesive primer that has a VOC content of 650 g/L or less when calculated according to 40 CFR 59, Subpart D (EPA Method 24).

	F. Plastic, Pipe-Flange Gasket, and Bolts and Nuts:  Type and material recommended by piping system manufacturer unless otherwise indicated.
	G. Alarm Valves:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. AFAC Inc.
	b. Globe Fire Sprinkler Corporation.
	c. Reliable Automatic Sprinkler Co., Inc.
	d. Tyco Fire & Building Products LP.
	e. Venus Fire Protection Ltd.
	f. Victaulic Company.
	g. Viking Corporation.

	2. Standard:  UL 193.
	3. Design:  For horizontal or vertical installation.
	4. Include trim sets for bypass, drain, electrical sprinkler alarm switch, pressure gages, and fill-line attachment with strainer.
	5. Drip Cup Assembly:  Pipe drain without valves and separate from main drain piping.
	6. Drip Cup Assembly:  Pipe drain with check valve to main drain piping.

	H. Automatic (Ball Drip) Drain Valves:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. AFAC Inc.
	b. Reliable Automatic Sprinkler Co., Inc.
	c. Tyco Fire & Building Products LP.

	2. Standard:  UL 1726.
	3. Pressure Rating:  175 psig minimum.
	4. Type:  Automatic draining, ball check.
	5. Size:  NPS 3/4.
	6. End Connections:  Threaded.


	2.6 FIRE-DEPARTMENT CONNECTIONS
	A. Exposed-Type, Fire-Department Connection:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. AFAC Inc.
	b. Elkhart Brass Mfg. Company, Inc.
	c. Fire-End & Croker Corporation.
	d. Fire Protection Products, Inc.
	e. GMR International Equipment Corporation.
	f. Guardian Fire Equipment, Inc.
	g. Tyco Fire & Building Products LP.
	h. Wilson & Cousins Inc.

	2. Standard:  UL 405.
	3. Type:  Exposed, projecting, for wall mounting.
	4. Pressure Rating:  175 psig minimum.
	5. Body Material:  Corrosion-resistant metal.
	6. Inlets:  Brass with threads according to NFPA 1963 and matching local fire-department sizes and threads.  Include extension pipe nipples, brass lugged swivel connections, and check devices or clappers.
	7. Caps:  Brass, lugged type, with gasket and chain.
	8. Escutcheon Plate:  Round, brass, wall type.
	9. Outlet:  Back, with pipe threads.
	10. Number of Inlets:  Two.
	11. Escutcheon Plate Marking:  Similar to "[AUTO SPKR & STANDPIPE] [AUTO SPKR]."
	12. Finish:  Rough brass or bronze.


	2.7 SPRINKLER SPECIALTY PIPE FITTINGS
	A. Branch Outlet Fittings:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Anvil International, Inc.
	b. National Fittings, Inc.
	c. Shurjoint Piping Products.
	d. Tyco Fire & Building Products LP.
	e. Victaulic Company.

	2. Standard:  UL 213.
	3. Pressure Rating:  175 psig.
	4. Body Material:  Ductile-iron housing with EPDM seals and bolts and nuts.
	5. Type:  Mechanical-T and -cross fittings.
	6. Configurations:  Snap-on and strapless, ductile-iron housing with branch outlets.
	7. Size:  Of dimension to fit onto sprinkler main and with outlet connections as required to match connected branch piping.
	8. Branch Outlets:  Grooved, plain-end pipe, or threaded.

	B. Flow Detection and Test Assemblies:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. AGF Manufacturing Inc.
	b. Reliable Automatic Sprinkler Co., Inc.
	c. Tyco Fire & Building Products LP.
	d. Victaulic Company.

	2. Standard:  UL's "Fire Protection Equipment Directory" listing or "Approval Guide," published by FM Global, listing.
	3. Pressure Rating:  175 psig.
	4. Body Material:  Cast- or ductile-iron housing with orifice, sight glass, and integral test valve.
	5. Size:  Same as connected piping.
	6. Inlet and Outlet:  Threaded.

	C. Branch Line Testers:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Elkhart Brass Mfg. Company, Inc.
	b. Fire-End & Croker Corporation.
	c. Potter Roemer.

	2. Standard:  UL 199.
	3. Pressure Rating:  175 psig.
	4. Body Material:  Brass.
	5. Size:  Same as connected piping.
	6. Inlet:  Threaded.
	7. Drain Outlet:  Threaded and capped.
	8. Branch Outlet:  Threaded, for sprinkler.

	D. Sprinkler Inspector's Test Fittings:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. AGF Manufacturing Inc.
	b. Triple R Specialty.
	c. Tyco Fire & Building Products LP.
	d. Victaulic Company.
	e. Viking Corporation.

	2. Standard:  UL's "Fire Protection Equipment Directory" listing or "Approval Guide," published by FM Global, listing.
	3. Pressure Rating:  175 psig.
	4. Body Material:  Cast- or ductile-iron housing with sight glass.
	5. Size:  Same as connected piping.
	6. Inlet and Outlet:  Threaded.

	E. Adjustable Drop Nipples:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. CECA, LLC.
	b. Corcoran Piping System Co.
	c. Merit Manufacturing; a division of Anvil International, Inc.

	2. Standard:  UL 1474.
	3. Pressure Rating:  250 psig.
	4. Body Material:  Steel pipe with EPDM-rubber O-ring seals.
	5. Size:  Same as connected piping.
	6. Length:  Adjustable.
	7. Inlet and Outlet:  Threaded.

	F. Flexible, Sprinkler Hose Fittings:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Fivalco Inc.
	b. FlexHead Industries, Inc.
	c. Gateway Tubing, Inc.

	2. Standard:  UL 1474.
	3. Type:  Flexible hose for connection to sprinkler, and with bracket for connection to ceiling grid.
	4. Pressure Rating:  175 psig.
	5. Size:  Same as connected piping, for sprinkler.


	2.8 SPRINKLERS
	A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. AFAC Inc.
	2. Globe Fire Sprinkler Corporation.
	3. Reliable Automatic Sprinkler Co., Inc.
	4. Tyco Fire & Building Products LP.
	5. Venus Fire Protection Ltd.
	6. Victaulic Company.
	7. Viking Corporation.

	B. General Requirements:
	1. Standard:  UL's "Fire Protection Equipment Directory" listing or "Approval Guide," published by FM Global, listing.
	2. Pressure Rating for Automatic Sprinklers:  175 psig minimum.
	3. Pressure Rating for High-Pressure Automatic Sprinklers:  250 psig.


	2.9 ALARM DEVICES
	A. Alarm-device types shall match piping and equipment connections.
	B. Water-Motor-Operated Alarm:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Globe Fire Sprinkler Corporation.
	b. Tyco Fire & Building Products LP.
	c. Victaulic Company.
	d. Viking Corporation.

	2. Standard:  UL 753.
	3. Type:  Mechanically operated, with Pelton wheel.
	4. Alarm Gong:  Cast aluminum with red-enamel factory finish.
	5. Size:  10-inch diameter.
	6. Components:  Shaft length, bearings, and sleeve to suit wall construction.
	7. Inlet:  NPS 3/4.
	8. Outlet:  NPS 1 drain connection.

	C. Electrically Operated Alarm Bell:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Fire-Lite Alarms, Inc.; a Honeywell company.
	b. Notifier; a Honeywell company.
	c. Potter Electric Signal Company.

	2. Standard:  UL 464.
	3. Type:  Vibrating, metal alarm bell.
	4. Size:  10-inch diameter.
	5. Finish:  Red-enamel factory finish, suitable for outdoor use.

	D. Water-Flow Indicators:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. ADT Security Services, Inc.
	b. McDonnell & Miller; ITT Industries.
	c. Potter Electric Signal Company.
	d. System Sensor; a Honeywell company.
	e. Viking Corporation.
	f. Watts Industries (Canada) Inc.

	2. Standard:  UL 346.
	3. Water-Flow Detector:  Electrically supervised.
	4. Components:  Two single-pole, double-throw circuit switches for isolated alarm and auxiliary contacts, 7 A, 125-V ac and 0.25 A, 24-V dc; complete with factory-set, field-adjustable retard element to prevent false signals and tamperproof cover that...
	5. Type:  Paddle operated.
	6. Pressure Rating:  250 psig.
	7. Design Installation:  Horizontal or vertical.

	E. Pressure Switches:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. AFAC Inc.
	b. Barksdale, Inc.
	c. Detroit Switch, Inc.
	d. Potter Electric Signal Company.
	e. System Sensor; a Honeywell company.
	f. Tyco Fire & Building Products LP.
	g. United Electric Controls Co.
	h. Viking Corporation.

	2. Standard:  UL 346.
	3. Type:  Electrically supervised water-flow switch with retard feature.
	4. Components:  Single-pole, double-throw switch with normally closed contacts.
	5. Design Operation:  Rising pressure signals water flow.

	F. Valve Supervisory Switches:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Fire-Lite Alarms, Inc.; a Honeywell company.
	b. Kennedy Valve; a division of McWane, Inc.
	c. Potter Electric Signal Company.
	d. System Sensor; a Honeywell company.

	2. Standard:  UL 346.
	3. Type:  Electrically supervised.
	4. Components:  Single-pole, double-throw switch with normally closed contacts.
	5. Design:  Signals that controlled valve is in other than fully open position.

	G. Indicator-Post Supervisory Switches:
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Potter Electric Signal Company.
	b. System Sensor; a Honeywell company.

	2. Standard:  UL 346.
	3. Type:  Electrically supervised.
	4. Components:  Single-pole, double-throw switch with normally closed contacts.
	5. Design:  Signals that controlled indicator-post valve is in other than fully open position.


	2.10 MANUAL CONTROL STATIONS
	A. Description:  UL listed or FM approved, hydraulic operation, with union, NPS 1/2  pipe nipple, and bronze ball valve.  Include metal enclosure labeled "MANUAL CONTROL STATION" with operating instructions and cover held closed by breakable strut to ...

	2.11 CONTROL PANELS
	A. Description:  Single-area, two-area, or single-area cross-zoned control panel as indicated, including NEMA ICS 6, Type 1 enclosure, detector, alarm, and solenoid-valve circuitry for operation of deluge valves.  Panels contain power supply; battery ...
	1. Panels:  UL listed and FM approved when used with thermal detectors and Class A detector circuit wiring.  Electrical characteristics are 120-V ac, 60 Hz, with 24-V dc rechargeable batteries.
	2. Manual Control Stations:  Electric operation, metal enclosure, labeled "MANUAL CONTROL STATION" with operating instructions and cover held closed by breakable strut to prevent accidental opening.
	3. Manual Control Stations:  Hydraulic operation, with union, NPS 1/2 pipe nipple, and bronze ball valve.  Include metal enclosure labeled "MANUAL CONTROL STATION" with operating instructions and cover held closed by breakable strut to prevent acciden...


	2.12 PRESSURE GAGES
	A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. AMETEK; U.S. Gauge Division.
	2. Ashcroft, Inc.
	3. Brecco Corporation.
	4. WIKA Instrument Corporation.

	B. Standard:  UL 393.
	C. Dial Size:  3-1/2- to 4-1/2-inch diameter.
	D. Pressure Gage Range: 0 to 250 psig minimum.
	E. Water System Piping Gage:  Include "WATER" or "AIR/WATER" label on dial face..


	PART 3 -  EXECUTION
	3.1 PREPARATION
	A. Perform fire-hydrant flow test according to NFPA 13 and NFPA 291.  Use results for system design calculations required in "Quality Assurance" Article.
	B. Report test results promptly and in writing.

	3.2 SERVICE-ENTRANCE PIPING
	A. Connect sprinkler piping to water-service piping for service entrance to building.  Comply with requirements for exterior piping in Division 21 Section "Facility Fire-Suppression Water-Service Piping."
	B. Install shutoff valve, backflow preventer, pressure gage, drain, and other accessories indicated at connection to water-service piping.  Comply with requirements for backflow preventers in Division 21 Section "Facility Fire-Suppression Water-Servic...
	C. Install shutoff valve, check valve, pressure gage, and drain at connection to water service.

	3.3 PIPING INSTALLATION
	A. Locations and Arrangements:  Drawing plans, schematics, and diagrams indicate general location and arrangement of piping.  Install piping as indicated, as far as practical.
	1. Deviations from approved working plans for piping require written approval from authorities having jurisdiction.  File written approval with Architect before deviating from approved working plans.

	B. Piping Standard:  Comply with requirements for installation of sprinkler piping in NFPA 13.
	C. Install seismic restraints on piping.  Comply with requirements for seismic-restraint device materials and installation in NFPA 13.
	D. Use listed fittings to make changes in direction, branch takeoffs from mains, and reductions in pipe sizes.
	E. Install unions adjacent to each valve in pipes NPS 2 and smaller.
	F. Install flanges, flange adapters, or couplings for grooved-end piping on valves, apparatus, and equipment having NPS 2-1/2 and larger end connections.
	G. Install "Inspector's Test Connections" in sprinkler system piping, complete with shutoff valve, and sized and located according to NFPA 13.
	H. Install sprinkler piping with drains for complete system drainage.
	I. Install sprinkler control valves, test assemblies, and drain risers adjacent to standpipes when sprinkler piping is connected to standpipes.
	J. Install automatic (ball drip) drain valve at each check valve for fire-department connection, to drain piping between fire-department connection and check valve.  Install drain piping to and spill over floor drain or to outside building.
	K. Install alarm devices in piping systems.
	L. Install hangers and supports for sprinkler system piping according to NFPA 13.  Comply with requirements for hanger materials in NFPA 13.
	M. Install pressure gages on riser or feed main, at each sprinkler test connection, and at top of each standpipe.  Include pressure gages with connection not less than NPS 1/4  and with soft metal seated globe valve, arranged for draining pipe between...
	N. Fill sprinkler system piping with water.
	O. Install electric heating cables and pipe insulation on sprinkler piping in areas subject to freezing.  Comply with requirements for heating cables in Division 21 "Heat Tracing for Fire-Suppression Piping" and for piping insulation in Division 21 Se...

	3.4 JOINT CONSTRUCTION
	A. Install couplings, flanges, flanged fittings, unions, nipples, and transition and special fittings that have finish and pressure ratings same as or higher than system's pressure rating for aboveground applications unless otherwise indicated.
	B. Install unions adjacent to each valve in pipes NPS 2 and smaller.
	C. Install flanges, flange adapters, or couplings for grooved-end piping on valves, apparatus, and equipment having NPS 2-1/2 and larger end connections.
	D. Ream ends of pipes and tubes and remove burrs.  Bevel plain ends of steel pipe.
	E. Remove scale, slag, dirt, and debris from inside and outside of pipes, tubes, and fittings before assembly.
	F. Flanged Joints:  Select appropriate gasket material in size, type, and thickness suitable for water service.  Join flanges with gasket and bolts according to ASME B31.9.
	G. Threaded Joints:  Thread pipe with tapered pipe threads according to ASME B1.20.1.  Cut threads full and clean using sharp dies.  Ream threaded pipe ends to remove burrs and restore full ID.  Join pipe fittings and valves as follows:
	1. Apply appropriate tape or thread compound to external pipe threads.
	2. Damaged Threads:  Do not use pipe or pipe fittings with threads that are corroded or damaged.

	H. Twist-Locked Joints:  Insert plain end of steel pipe into plain-end-pipe fitting.  Rotate retainer lugs one-quarter turn or tighten retainer pin.
	I. Steel-Piping, Pressure-Sealed Joints:  Join lightwall steel pipe and steel pressure-seal fittings with tools recommended by fitting manufacturer.
	J. Welded Joints:  Construct joints according to AWS D10.12M/D10.12, using qualified processes and welding operators according to "Quality Assurance" Article.
	1. Shop weld pipe joints where welded piping is indicated.  Do not use welded joints for galvanized-steel pipe.

	K. Steel-Piping, Cut-Grooved Joints:  Cut square-edge groove in end of pipe according to AWWA C606.  Assemble coupling with housing, gasket, lubricant, and bolts.  Join steel pipe and grooved-end fittings according to AWWA C606 for steel-pipe joints.
	L. Steel-Piping, Roll-Grooved Joints:  Roll rounded-edge groove in end of pipe according to AWWA C606.  Assemble coupling with housing, gasket, lubricant, and bolts.  Join steel pipe and grooved-end fittings according to AWWA C606 for steel-pipe groov...
	M. Steel-Piping, Pressure-Sealed Joints:  Join Schedule 5 steel pipe and steel pressure-seal fittings with tools recommended by fitting manufacturer.
	N. Brazed Joints:  Join copper tube and fittings according to CDA's "Copper Tube Handbook," "Brazed Joints" Chapter.
	O. Copper-Tubing Grooved Joints:  Roll rounded-edge groove in end of tube according to AWWA C606.  Assemble coupling with housing, gasket, lubricant, and bolts.  Join copper tube and grooved-end fittings according to AWWA C606 for steel-pipe grooved j...
	P. Copper-Tubing, Pressure-Sealed Joints:  Join copper tube and copper pressure-seal fittings with tools recommended by fitting manufacturer.
	Q. Extruded-Tee Connections:  Form tee in copper tube according to ASTM F 2014.  Use tool designed for copper tube; drill pilot hole, form collar for outlet, dimple tube to form seating stop, and braze branch tube into collar.
	R. Dissimilar-Material Piping Joints:  Make joints using adapters compatible with materials of both piping systems.
	S. Plastic-Piping, Solvent-Cement Joints:  Clean and dry joining surfaces.  Join pipe and fittings according to the following:
	1. Comply with ASTM F 402 for safe-handling practice of cleaners, primers, and solvent cements.  Apply primer.
	2. CPVC Piping:  Join according to ASTM D 2846/D 2846M Appendix.


	3.5 VALVE AND SPECIALTIES INSTALLATION
	A. Install listed fire-protection valves, trim and drain valves, specialty valves and trim, controls, and specialties according to NFPA 13 and authorities having jurisdiction.
	B. Install listed fire-protection shutoff valves supervised open, located to control sources of water supply except from fire-department connections.  Install permanent identification signs indicating portion of system controlled by each valve.
	C. Install check valve in each water-supply connection.  Install backflow preventers instead of check valves in potable-water-supply sources.
	D. Specialty Valves:
	1. General Requirements:  Install in vertical position for proper direction of flow, in main supply to system.
	2. Alarm Valves:  Include bypass check valve and retarding chamber drain-line connection.
	3. Deluge Valves:  Install in vertical position, in proper direction of flow, and in main supply to deluge system.  Install trim sets for drain, priming level, alarm connections, ball drip valves, pressure gages, priming chamber attachment, and fill-l...


	3.6 SPRINKLER INSTALLATION
	A. Install sprinklers in suspended ceilings in center of acoustical ceiling panels.
	B. Install dry-type sprinklers with water supply from heated space.  Do not install pendent or sidewall, wet-type sprinklers in areas subject to freezing.
	C. Install sprinklers into flexible, sprinkler hose fittings and install hose into bracket on ceiling grid.

	3.7 FIRE-DEPARTMENT CONNECTION INSTALLATION
	A. Install wall-type, fire-department connections.
	B. Install automatic (ball drip) drain valve at each check valve for fire-department connection.

	3.8 IDENTIFICATION
	A. Install labeling and pipe markers on equipment and piping according to requirements in NFPA 13.
	B. Identify system components, wiring, cabling, and terminals.  Comply with requirements for identification specified in Division 26 Section "Identification for Electrical Systems."

	3.9 FIELD QUALITY CONTROL
	A. Perform tests and inspections.
	B. Tests and Inspections:
	1. Leak Test:  After installation, charge systems and test for leaks.  Repair leaks and retest until no leaks exist.
	2. Test and adjust controls and safeties.  Replace damaged and malfunctioning controls and equipment.
	3. Flush, test, and inspect sprinkler systems according to NFPA 13, "Systems Acceptance" Chapter.
	4. Energize circuits to electrical equipment and devices.
	5. Start and run excess-pressure pumps.
	6. Coordinate with fire-alarm tests.  Operate as required.
	7. Coordinate with fire-pump tests.  Operate as required.
	8. Verify that equipment hose threads are same as local fire-department equipment.

	C. Sprinkler piping system will be considered defective if it does not pass tests and inspections.
	D. Prepare test and inspection reports.

	3.10 CLEANING
	A. Clean dirt and debris from sprinklers.
	B. Remove and replace sprinklers with paint other than factory finish.

	3.11 DEMONSTRATION
	A. Train Owner's maintenance personnel to adjust, operate, and maintain specialty valves and pressure-maintenance pumps.

	3.12 PIPING SCHEDULE
	A. Piping between Fire-Department Connections and Check Valves:  Galvanized, standard-weight steel pipe with threaded ends; cast-iron threaded fittings; and threaded joints.
	B. Sprinkler specialty fittings may be used, downstream of control vales, instead of specified fittings.
	C. Standard-pressure, wet-pipe sprinkler system, shall be According to the NFPA 13 with approval of the Authority having Jurisdiction.




